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	Correction for selection expression for Rel-12 EUTRA MFBI test case 6.1.2.23 
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	Reason for change:
	Selection Expression of the MFBI test case 6.1.2.23 is not set correctly. As per the current implementation it is expecting pixit px_OverlappingNotSupportedFrequencyBand_MFBI to be set to 41, when pixit px_MFBI_FrequencyBand is set as 38. 

However, As per Table A-1 of 36.307, the only Overlapping E-UTRA operating band is 41, for E-UTRA Operating Band 38. So band 41 needs to be supported by the UE.

	
	

	Summary of change:
	Corrected the selection expression of the test case 6.1.2.23 to use px_OverlappingSupportedFrequencyBand_MFBI instead of px_OverlappingNotSupportedFrequencyBand_MFBI.
Note : A corresponding correction for section 11.5 of 36.523-3 will be raised at RAN5#75 by MCC TF160.
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 Change 1 
	Function name
	f_ExecutionGuideline_EUTRA_MFBI

	Reason for change
	Selection Expression of the MFBI test case 6.1.2.23 is not set correctly. As per the current implementation it is expecting pixit px_OverlappingNotSupportedFrequencyBand_MFBI to be set to 41, when pixit px_MFBI_FrequencyBand is set as 38. 

However, As per Table A-1 of 36.307, the only Overlapping E-UTRA operating band is 41, for E-UTRA Operating Band 38.

	Summary of change
	Corrected the selection expression of the test case 6.1.2.23 to expect px_OverlappingSupportedFrequencyBand_MFBI to be set to 41, when pixit px_MFBI_FrequencyBand is set as 38.

	TTCN module
	 LTE_36523_SelectionExpressions.ttcn

	MCC160 Comment
	


Before change

  function f_ExecutionGuideline_EUTRA_CA (charstring p_TestCase ) return boolean

  { // @sic R5-155910 New CA band combination pixit sic@

    var boolean v_ExecutionGuideline := true;

    …..

    //@sic R5-169120 sic@

    if (not( (px_ePrimaryFrequencyBand==39) and (px_MFBI_FrequencyBand == 38) and (px_OverlappingNotSupportedFrequencyBand_MFBI==41))) {

       select (p_TestCase){

        case ("TC_6_1_2_23") {

            v_ExecutionGuideline := false;

        }

       }

    }

    return v_ExecutionGuideline;

  }

After change

function f_ExecutionGuideline_EUTRA_CA (charstring p_TestCase ) return boolean

  { // @sic R5-155910 New CA band combination pixit sic@

    var boolean v_ExecutionGuideline := true;

    …..

    //@sic R5-169120 sic@

    if (not( (px_ePrimaryFrequencyBand==39) and (px_MFBI_FrequencyBand == 38) and (px_OverlappingSupportedFrequencyBand_MFBI==41))) {

       select (p_TestCase){

        case ("TC_6_1_2_23") {

            v_ExecutionGuideline := false;

        }

       }

    }

    return v_ExecutionGuideline;

  }

