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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk10’.
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3. Corrections to TCs 9.3.1.4 and 9.3.1.5
Change 1 – Correction to local function ‘fl_TC_9_3_1_4and5_Body’
	Function name
	fl_TC_9_3_1_4and5_Body ()

	Reason for change
	TTCN implementation does not account for UEs supporting EPS services and "SMS only".

	Summary of change
	For “SMS Only” UEs 
-  Checked setting of AdditionalUpdateType value in ATTACH REQUEST
-  Checked TMSI Status provision in ATTACH REQUEST

	TTCN module
	NAS_ServiceRequest_UG.ttcn

	MCC160 Comment
	


Before change

...                                                                                                                                             
                                                                                                                                               function fl_TC_9_3_1_4and5_Body(NAS_CauseValue_Type p_RejectCause) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams_A := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

 ... 
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();  //used to follow TTCN3 v411 standard

    var template (value) CellPowerList_Type v_CellPowerList;

... 
    if (v_OtherPTC == "NONE") { // @sic R5s110177 sic@

      //@siclog "Step 12a1" siclog@

      f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@

    }

    v_SMS_Supported := (pc_SMS_SGs or pc_SMS_SGs_Multi_MO or pc_SMS_SGs_MT or pc_SMS_SGs_MO);

    if (v_SMS_Supported and not (pc_UTRA or pc_GERAN)) { // SMS Only

      v_AdditionalUpdateType.addUpdateTypeValue := '1'B;

    }    

    if (pc_Combined_Attach and (px_AttachTypeTested == COMBINED_ATTACH) and (pc_UTRA or pc_GERAN or v_SMS_Supported)) { // @sic R5-113693, R5-121275 sic@

      v_TMSI_Status := cr_TMSI_Status('0'B);

    }

    //+   Check: Does the UE transmit an ATTACH REQUEST message?  --> ATTACH

    //+   REQUEST [1,P]

    //@siclog "Step 13" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                 cdr_ATTACH_REQUEST_WithIMSIAndnoTAI(v_AttachType,

                                                                                                                     v_AdditionalUpdateType,

                                                                                                                     f_Imsi2MobileIdentity(px_IMSI_Def),

                                                                                                                     v_TMSI_Status),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13");

...
  } // function fl_TC_9_3_1_4and5_Body

...

After change

...                                                                                                                                             
function fl_TC_9_3_1_4and5_Body(NAS_CauseValue_Type p_RejectCause) runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams_A := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

...
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType ();  //used to follow TTCN3 v411 standard

    var template (value) CellPowerList_Type v_CellPowerList;

    var boolean v_SMS_Only := false;
...
    if (v_OtherPTC == "NONE") { // @sic R5s110177 sic@

      //@siclog "Step 12a1" siclog@

      f_EUTRA_SwitchOnUEandStartIP(eutra_CellA, -, true); // @sic R5s120065 sic@ @sic R5s120597r1 sic@

    }

    v_SMS_Only := f_Get_SMS_Only (); // independent of RAT Combination under test !

    if (v_SMS_Only)) { // SMS Only

      v_AdditionalUpdateType.addUpdateTypeValue := '1'B;

    }    

    if (pc_Combined_Attach and (px_AttachTypeTested == COMBINED_ATTACH) and (pc_UTRA or pc_GERAN or v_SMS_Only)) { // @sic R5-113693, R5-121275 sic@

      v_TMSI_Status := cr_TMSI_Status('0'B);

    }

    //+   Check: Does the UE transmit an ATTACH REQUEST message?  --> ATTACH

    //+   REQUEST [1,P]

    //@siclog "Step 13" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_NoSecurityProtection,

                                                                                 cdr_ATTACH_REQUEST_WithIMSIAndnoTAI(v_AttachType,

                                                                                                                     v_AdditionalUpdateType,

                                                                                                                     f_Imsi2MobileIdentity(px_IMSI_Def),

                                                                                                                     v_TMSI_Status),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13");

...
  } // function fl_TC_9_3_1_4and5_Body
...

New function

...                                                                                                                                                   
function f_Get_SMS_Only() return boolean

{

  return ((pc_SMS_SGs or pc_SMS_IP_MT or pc_SMS_IP_MO) and not (pc_UTRA or pc_GERAN))
}
...

