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	Reason for change:
	Guard timer of this test is currently set to 360s. Considering the fact that only in step 13 there is a delay of 240s, current guard timer is very close to common duration of the test. Therefore we propose to double guard timer for this test.



	
	

	Summary of change:
	Guard timer of 8.1.1.1a has been changed from 360s to 720s.

	
	

	Consequences if not approved:
	Test may fail on a conformant UE.
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	Other comments:
	


Change 1 

	Testcase name
	TC_8_1_1_1a

	Reason for change
	Guard timer of this test is currently set to 360s. Considering the fact that only in step 13 there is a delay of 240s, current guard timer is very close to common duration of the test. Therefore we propose to double guard timer for this test.



	Summary of change
	Guard timer of 8.1.1.1a has been changed from 360s to 720s.

	TTCN module
	LTE\7_1\MAC_Templates.ttcn

	MCC160 Comment
	


Before change
  testcase TC_8_1_1_1a() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   RRC / Direct Indication Information / Notification of BCCH modification in idle mode

    var EUTRA_PTC        v_EUTRA      := null;

    var IMS_PTC          v_IMS1       := null;

    var IMS_PTC          v_IMS2       := null;

    timer t_GuardTimer := int2float(360); 

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(system, v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_8_1_1_1a_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop_LTE(t_GuardTimer);

  }
After change

      testcase TC_8_1_1_1a() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   RRC / Direct Indication Information / Notification of BCCH modification in idle mode

    var EUTRA_PTC        v_EUTRA      := null;

    var IMS_PTC          v_IMS1       := null;

    var IMS_PTC          v_IMS2       := null;

    timer t_GuardTimer := int2float(720); 

    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(system, v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_8_1_1_1a_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop_LTE(t_GuardTimer);

  }
