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Change 1 – Correction of f_IMS_BuildSDP_MOCallAudioVideo_Step4
	  function f_IMS_BuildSDP_MOCallAudioVideo_Step4(VideoCallTypeMO_Type p_VideoCallType,

                                                 SDP_media_desc p_SDP_Media_AudioRx,

                                                 SDP_media_desc p_SDP_Media_VideoRx)

    runs on IMS_PTC return template (value) SDP_Message

  { /* @sic R5-144402: p_IPAddrOrigin removed sic@ */

    var boolean v_TcapPcfg := fl_IMS_Video_TcapPcfgRequired(p_SDP_Media_VideoRx);

    var charstring v_FmtAudio := f_SDP_MediaDescr_GetAMR_WB_16000_1(p_SDP_Media_AudioRx); // @sic R5-168032, R5-168119, R5-168141 sic@

    var charstring v_FmtVideo := f_SDP_MediaDescr_GetH264_90000(p_SDP_Media_VideoRx);

    var template (omit) SDP_attribute v_FmtpAttributeVideo;

    var template (value) SDP_bandwidth_list v_Bandwidth_List_Audio := p_SDP_Media_AudioRx.bandwidth;

    var template (value) SDP_bandwidth_list v_Bandwidth_List_Video := p_SDP_Media_VideoRx.bandwidth;



    var template (omit) SDP_attribute_list v_SDP_MediaAttributes_Audio := f_SDP_MediaAttributes_AMR_WB_AudioDef(v_FmtAudio);   /* @sic R5-144693: new function f_SDP_MediaAttributes_AudioDef sic@

                                                                                                                                     @sic R5-168032, R5-168119, R5-168141 sic@*/

    var template (omit) SDP_attribute_list v_SDP_MediaAttributes_Video := {};

    var template (omit) SDP_attribute_list v_SDP_PrecondionAttributes_Audio;

    var template (omit) SDP_attribute_list v_SDP_PrecondionAttributes_Video;

    var template (value) SemicolonParam_List v_FmtpParamListVideo := {};

    v_SDP_PrecondionAttributes_Video := f_SDP_Attributes_Add_TX(cs_SDP_PrecondionAttributes(c_none, c_none, c_mandatory, c_mandatory), cs_SDP_Attribute_conf_qos);

    select (p_VideoCallType) {

      case (C25) {

        v_SDP_PrecondionAttributes_Audio := v_SDP_PrecondionAttributes_Video;   // same preconditions for audio and video

      }

      case(C25a){ //@sic R5-171478 sic@ Annex C25a Step 4

        v_SDP_PrecondionAttributes_Audio := cs_SDP_PrecondionAttributes(c_sendrecv, c_sendrecv, c_mandatory, c_mandatory);

        v_SDP_PrecondionAttributes_Video := cs_SDP_PrecondionAttributes(c_sendrecv, c_sendrecv, c_mandatory, c_mandatory);

      }

      case (AddVideo) {

        v_SDP_PrecondionAttributes_Audio := cs_SDP_PrecondionAttributes(c_sendrecv, c_sendrecv, c_mandatory, c_mandatory);

      }

    }

    v_FmtpAttributeVideo := f_SDP_AttributeList_GetAttribute(p_SDP_Media_VideoRx.attributes, cr_SDP_Attribute_fmtp(v_FmtVideo));   // @sic R5s141336 change 2.2 - MCC160 implementation sic@ */

    if (isvalue(v_FmtpAttributeVideo)) {

      v_FmtpParamListVideo :=  valueof(v_FmtpAttributeVideo.fmtp.params.paramList);      /* @sic R5-150734, R5-150736 sic@ */

    }

    v_SDP_MediaAttributes_Video := f_SDP_Attributes_Add_TX(v_SDP_MediaAttributes_Video, cs_SDP_Attribute_rtpmap(v_FmtVideo, cs_RTPMAP_H264_90000));

    v_SDP_MediaAttributes_Video := f_SDP_Attributes_Add_TX(v_SDP_MediaAttributes_Video, cs_SDP_Attribute_fmtp(v_FmtVideo, cs_Fmtp_ParamList(v_FmtpParamListVideo)));

    v_SDP_MediaAttributes_Video := f_SDP_Attributes_Add_TX(v_SDP_MediaAttributes_Video, cs_SDP_Attribute_acfg(1, "t=1"), v_TcapPcfg);

    if (p_VideoCallType == C25) {                                   /* NOTE: there is nothing specified in 17.1 regarding "a=inactive" yet */

      if (f_SDP_AttributeList_CheckAttribute(p_SDP_Media_VideoRx.attributes, cr_SDP_Attribute_inactive)) {               /* @sic R5-150694 sic@ */

        v_SDP_MediaAttributes_Video := f_SDP_Attributes_Add_TX(v_SDP_MediaAttributes_Video, cs_SDP_Attribute_inactive);

      }

      if (f_SDP_AttributeList_CheckAttribute(p_SDP_Media_AudioRx.attributes, cr_SDP_Attribute_inactive)) {               /* @sic R5-151796/R5-151797 sic@ */

        v_SDP_MediaAttributes_Audio := f_SDP_Attributes_Add_TX(v_SDP_MediaAttributes_Audio, cs_SDP_Attribute_inactive);

      }

    }

    return f_IMS_BuildSDP_AudioVideo_TX(-,

                                        cs_SDP_Media_Audio(v_FmtAudio),

                                        v_Bandwidth_List_Audio,

                                        v_SDP_MediaAttributes_Audio,

                                        v_SDP_PrecondionAttributes_Audio,

                                        cs_SDP_Media_Video(v_FmtVideo),

                                        v_Bandwidth_List_Video,

                                        v_SDP_MediaAttributes_Video,

                                        v_SDP_PrecondionAttributes_Video);

  }


