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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk37’.

2. Corrections required

2.1 Change 1 – Correction to template ‘cs_508_Cell2_DefSIB4_NB_IntraFreqCellList’

	Function name
	cs_508_Cell2_DefSIB4_NB_IntraFreqCellList

	Reason for change
	The Physical ID of NCell 1 is 0, not 1.

	Summary of change
	Modify the configuration of Ncell id;

	TTCN module
	NBIOT_Idle_CellReselection.ttcn

	MCC160 Comment
	


Before change

// Default values according to 36.508   cl. 8.3.3.1.1

  template (value) SystemInformationBlockType4_NB_r13 cs_508_Cell2_DefSIB4_NB_IntraFreqCellList :=

    cs_SIB4_NB_ThreeNeighCellEntries(1, dB0,  //q-OffsetCell = 0 dB for cell 1

                                     4, dB0,  //q-OffsetCell = 0 dB for cell 4

                                     11, dB0);//q-OffsetCell = 0 dB for cell 11
After change

// Default values according to 36.508   cl. 8.3.3.1.1

  template (value) SystemInformationBlockType4_NB_r13 cs_508_Cell2_DefSIB4_NB_IntraFreqCellList :=

    cs_SIB4_NB_ThreeNeighCellEntries(0, dB0,  //q-OffsetCell = 0 dB for cell 1
                                     4, dB0,  //q-OffsetCell = 0 dB for cell 4

                                     11, dB0);//q-OffsetCell = 0 dB for cell 11
2.2 Change 2 – Correction to template ‘cs_508_Cell4_DefSIB4_NB_IntraFreqCellList’

	Function name
	cs_508_Cell4_DefSIB4_NB_IntraFreqCellList

	Reason for change
	The Physical ID of NCell 1 is 0, not 1.

	Summary of change
	 Modify the configuration of Ncell id;

	TTCN module
	NBIOT_Idle_CellReselection.ttcn

	MCC160 Comment
	


Before change

  // Default values according to 36.508   cl. 8.3.3.1.1

  template (value) SystemInformationBlockType4_NB_r13 cs_508_Cell4_DefSIB4_NB_IntraFreqCellList :=

    cs_SIB4_NB_ThreeNeighCellEntries(1, dB0,  //q-OffsetCell = 0 dB for cell 1

                                     2, dB0,  //q-OffsetCell = 0 dB for cell 2

                                     11, dB0);//q-OffsetCell = 0 dB for cell 11  };

After change

// Default values according to 36.508   cl. 8.3.3.1.1

  template (value) SystemInformationBlockType4_NB_r13 cs_508_Cell4_DefSIB4_NB_IntraFreqCellList :=

    cs_SIB4_NB_ThreeNeighCellEntries(0, dB0,  //q-OffsetCell = 0 dB for cell 1
                                     2, dB0,  //q-OffsetCell = 0 dB for cell 2

                                     11, dB0);//q-OffsetCell = 0 dB for cell 11

