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	Other comments:
	


Change 1
	Function name
	f_TC_13_4_3_20_UTRAN

	Reason for change
	According to the test case prose, at step 20, the power level of the UTRA cell at T2 must be switched off, TTCN is configuring the value of T1.

	Summary of change
	Modified Step 20 to use 
tsc_AttenuationCellOFF

	TTCN module
	BSRVCC_EUTRA_UTRAN.ttcn

	MCC160 comment
	


Before Change:

	function f_TC_13_4_3_20_UTRAN() runs on UTRAN_IRAT_PTC

  { /* Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / bSRVCC / MO call / SRVCC HO failure */

    …
    // Step 1

    //Configure a dedicated channel in the UTRAN FDD with configuration

    // according to 36.108 Table 4.8.3-1 condition UTRA Speech

    f_SS_Config_ConvSpeech_RAB(utran_Cell5);

    // wait for trigger from EUTRAN side

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    // Set Cell Power level as per T0

    f_UTRAN_SetCellPower(utran_Cell5, v_T0_CPICH_Cell5, v_T0_PCCPCH_Cell5);

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    //@siclog "Step 18" siclog@

    // Set Cell Power level as per T1

    f_UTRAN_SetCellPower(utran_Cell5, v_T1_CPICH_Cell5,v_T1_PCCPCH_Cell5);

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    // Set Cell Power level as per T2 - Cell Off

    //@siclog "Step 20" siclog@

    f_UTRAN_SetCellPower(utran_Cell5, v_T1_CPICH_Cell5, tsc_AttenuationCellOFF);

    //Tell EUTRA PTC to transmit Mobility command

    //@sic R5s140735 sic@

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);


After Change:

	function f_TC_13_4_3_20_UTRAN() runs on UTRAN_IRAT_PTC

  { /* Inter-system mobility / E-UTRA PS voice + PS data to UTRA CS voice + PS data / bSRVCC / MO call / SRVCC HO failure */

    …
    // Step 1

    //Configure a dedicated channel in the UTRAN FDD with configuration

    // according to 36.108 Table 4.8.3-1 condition UTRA Speech

    f_SS_Config_ConvSpeech_RAB(utran_Cell5);

    // wait for trigger from EUTRAN side

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    // Set Cell Power level as per T0

    f_UTRAN_SetCellPower(utran_Cell5, v_T0_CPICH_Cell5, v_T0_PCCPCH_Cell5);

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    //@siclog "Step 18" siclog@

    // Set Cell Power level as per T1

    f_UTRAN_SetCellPower(utran_Cell5, v_T1_CPICH_Cell5,v_T1_PCCPCH_Cell5);

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    // Set Cell Power level as per T2 - Cell Off

    //@siclog "Step 20" siclog@

    f_UTRAN_SetCellPower(utran_Cell5, tsc_AttenuationCellOFF);    

    //Tell EUTRA PTC to transmit Mobility command

    //@sic R5s140735 sic@

    f_IRAT_SendCoOrd(EUTRA, cms_IRAT_Trigger);
	


