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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk37’.
2. Table of Contents

21. Overview

2. Table of Contents
2
3. Correction related to TC 6.2.3.8a
2
     Change 1 – Correction to function ‘f_TC_6_2_3_8a_EUTRA’
2

3. Correction related to TC 6.2.3.8a
Change 1 – Correction to function ‘f_TC_6_2_3_8a_EUTRA’
	Function name
	f_TC_6_2_3_8a_EUTRA ()


	Reason for change
	Inter-RAT TC 6.2.3.8a is a signalling test case, which checks quality based cell (re-)selection (see re-selection criteria "Squal < Thresh_Serviong,LowQ" and "Srxlev > Thresh_HRPD,LowP”). 

Therefore, condition QBASED applies and acc. to TS 36.508 cl. 4.4.3.3-2 sub-IE “q-QualMin-r9” should be configured with value '-20' (= -20 dB).

	Summary of change
	Configured TC specific value for Q_QualMin in SIB3 for Cell 1.


	TTCN module
	RLC_AM_Testcases.ttcn

	MCC160 Comment
	


Before change

...
  function f_TC_6_2_3_8a_EUTRA ( ) runs on EUTRA_PTC

  { /* Inter-RAT cell reselection / From E-UTRA RRC_IDLE to HRPD Idle /

     *  HRPD cell is lower reselection priority than E-UTRA (Squal < ThreshServing, LowQ and Srxlev > ThreshHRPD, LowP */

    var CellRes_Prio_Type v_CellRes_Prio_initial := 4;

    var ReselectionThreshold v_ThreshServingLow_Cell1 := 5;  //@sic R5s120554 sic@

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init( c6  );

    //Set maximum cell powel level for Cell 1

    f_EUTRA_CellInfo_InitMaxReferencePower ( eutra_Cell1, -60 );

    //Set Sys info for Cell 1 to be used in creation (according to Table 6.2.3.8a.3.2-1)

    f_EUTRA_CellInfo_SetSysInfo_Q_Rxlevmin ( eutra_Cell1, -55 );

    //Qrxlevminoffset is not present by default

    // SearchWindow is already 5 by default

    //the specific values of  t_ReselectionCDMA timer =0 , threshX-High =30, threshX-L0w =32

    // (according to Table 6.2.3.8a.3.2-2) are same  as default

    //Cell reselection priority changed to 5 (according to Table 6.2.3.8a.3.2-2)

    f_EUTRA_CellInfo_SetCellPrioritySIB8_HRPD(eutra_Cell1,3 );

     //t_ReselectionCDMA timer changed to 7 (according to Table 6.2.3.8a.3.2-2)

     //@sic R5s120554 sic@

    f_EUTRA_CellInfo_SetT_ReselectionCDMA_SIB8_HRPD(eutra_Cell1,7);

    // --- Update SIB3 ---

    //* @desc Set system information according to specific message contents

    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio ( eutra_Cell1, v_CellRes_Prio_initial );

    f_EUTRA_CellInfo_SetSysInfo_ThreshServingLow ( eutra_Cell1, v_ThreshServingLow_Cell1 );

    f_EUTRA_CellInfo_SetSysInfo_ThreshServingLowQ_r9 ( eutra_Cell1, 26 ); //@sic R5s120517 sic@

    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def ( eutra_Cell1 );

...
After change

...
  function f_TC_6_2_3_8a_EUTRA ( ) runs on EUTRA_PTC

  { /* Inter-RAT cell reselection / From E-UTRA RRC_IDLE to HRPD Idle /

     *  HRPD cell is lower reselection priority than E-UTRA (Squal < ThreshServing, LowQ and Srxlev > ThreshHRPD, LowP */

    var CellRes_Prio_Type v_CellRes_Prio_initial := 4;

    var ReselectionThreshold v_ThreshServingLow_Cell1 := 5;  //@sic R5s120554 sic@

    //Initialise all cells, security and mobile parameters

    f_EUTRA_Init( c6  );

    //Set maximum cell powel level for Cell 1

    f_EUTRA_CellInfo_InitMaxReferencePower ( eutra_Cell1, -60 );

    //Set Sys info for Cell 1 to be used in creation (according to Table 6.2.3.8a.3.2-1)

    f_EUTRA_CellInfo_SetSysInfo_Q_Rxlevmin ( eutra_Cell1, -55 );

    //Qrxlevminoffset is not present by default

    // SearchWindow is already 5 by default

    //the specific values of  t_ReselectionCDMA timer =0 , threshX-High =30, threshX-L0w =32

    // (according to Table 6.2.3.8a.3.2-2) are same  as default

    //Cell reselection priority changed to 5 (according to Table 6.2.3.8a.3.2-2)

    f_EUTRA_CellInfo_SetCellPrioritySIB8_HRPD(eutra_Cell1,3 );

     //t_ReselectionCDMA timer changed to 7 (according to Table 6.2.3.8a.3.2-2)

     //@sic R5s120554 sic@

    f_EUTRA_CellInfo_SetT_ReselectionCDMA_SIB8_HRPD(eutra_Cell1,7);

    // --- Update SIB3 ---

    //* @desc Set system information according to specific message contents

    f_EUTRA_CellInfo_SetSysInfo_CellRes_Prio ( eutra_Cell1, v_CellRes_Prio_initial );

    f_EUTRA_CellInfo_SetSysInfo_ThreshServingLow ( eutra_Cell1, v_ThreshServingLow_Cell1 );

    f_EUTRA_CellInfo_SetSysInfo_ThreshServingLowQ_r9 ( eutra_Cell1, 26 ); //@sic R5s120517 sic@

    f_EUTRA_CellInfo_SetSysInfoSIB3_Q_QualMin_r9(eutra_Cell1, -20);
    //Create and configure Cell 1

    f_EUTRA_CellConfig_Def ( eutra_Cell1 );
...
