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2 Corrections required for f_NBIOT_L2_Enter_State2B_NB
2.1 f_NBIOT_L2_Enter_State2B_NB
	Object name 
	f_NBIOT_L2_Enter_State2B_NB

	Reason for change
	SS goes into test mode before RLC ACK for Closed UE test loop mode complete is sent to the UE, this results in retransmission of RLC PDU. To avoid this it is proposed to add a delay before going into test mode 

	Summary of change
	Added f_Delay(0.5) after f_NBIOT_CloseUE_TestLoopModeGH

	Module
	NBIOT_L2_Common


Before change: 

	function f_NBIOT_L2_Enter_State2B_NB(out NB_RLC_CountsInfoList_Type p_RLC_CountsInfoList,

                                       NBIOT_CellId_Type p_CellId,

                                       NBIOT_L2_TestConfig_Type p_TestConfig,

                                       NBIOT_IDLEUPDATED_STATE_Type p_TestLoopMode,

                                       integer p_TestLoopModeRepetitions := 1) runs on NBIOT_PTC

  {

    //Bring UE to initial state

    f_NBIOT_Preamble(p_CellId, CONTROL_PLANE, p_TestLoopMode);

    // test case specific pre-configuration

    f_NBIOT_CloseUE_TestLoopModeGH(p_CellId,                              // Bring UE to state 2B-NB

                                   f_NBIOT_UE_TestLoopMode_Type(p_TestLoopMode),

                                   tsc_TestLoopModeGH_UplinkMode_RLC,

                                   p_TestLoopModeRepetitions);

    f_NBIOT_StopULGrantTransmission(p_CellId);                          // stop UL grants

    p_RLC_CountsInfoList := f_NBIOT_SS_RlcCounts_Get(p_CellId);         // get RLC sequence numbers

    f_NBIOT_L2_CPMode_SrbTestMode(p_CellId, p_TestConfig);              // enable testmode

  }


After change: (highlight the changes in Yellow)
	function f_NBIOT_L2_Enter_State2B_NB(out NB_RLC_CountsInfoList_Type p_RLC_CountsInfoList,

                                       NBIOT_CellId_Type p_CellId,

                                       NBIOT_L2_TestConfig_Type p_TestConfig,

                                       NBIOT_IDLEUPDATED_STATE_Type p_TestLoopMode,

                                       integer p_TestLoopModeRepetitions := 1) runs on NBIOT_PTC

  {

    //Bring UE to initial state

    f_NBIOT_Preamble(p_CellId, CONTROL_PLANE, p_TestLoopMode);

    // test case specific pre-configuration

    f_NBIOT_CloseUE_TestLoopModeGH(p_CellId,                              // Bring UE to state 2B-NB

                                   f_NBIOT_UE_TestLoopMode_Type(p_TestLoopMode),

                                   tsc_TestLoopModeGH_UplinkMode_RLC,

                                   p_TestLoopModeRepetitions);

    f_Delay(0.5); // ensure RLC ACK is sent before entering test mode.

    f_NBIOT_StopULGrantTransmission(p_CellId);                          // stop UL grants

    p_RLC_CountsInfoList := f_NBIOT_SS_RlcCounts_Get(p_CellId);         // get RLC sequence numbers

    f_NBIOT_L2_CPMode_SrbTestMode(p_CellId, p_TestConfig);              // enable testmode

  }


