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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk51’.
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3. Corrections to EMM test case 9.1.5.1
Change 1 – Correction to function ‘fl_TC_9_1_5_1_Body’
	Function name
	fl_TC_9_1_5_1_Body ()

	Reason for change
	The handling of the CTZE response by the TTCN forces the AT response string to be provided without terminating <CF><LF>.


	Summary of change
	The handling of the CTZE response by the TTCN was modified to allow input of the AT response string either with or without terminating <CF><LF>. The matching pattern was extended accordingly.


	TTCN module
	NAS_EMMInformation.ttcn

	MCC160 Comment
	


Before  change
…
  function fl_TC_9_1_5_1_Body() runs on EUTRA_PTC

  {

    // @sic R5s110439 sic@

    // ==========================================================================

    // initialize constant test case data structures

    // ==========================================================================

    var charstring v_FullNameString := "FullName12345678";

    var charstring v_ShortNameString := "SName123";

    var charstring v_AT_Response;

    var charstring v_Quote := oct2char ('22'O);

    var charstring v_Expression_CTZR := "*"&v_Quote&"(*)"&v_Quote&",([0-9])*"&v_Quote&"(*)"&v_Quote; // used for LTZ, DST and Time checking  @sic R5s160161 sic@

    var charstring v_AT_CTZE_Response; // CTZE response received upon CTZR: only once in the TC, exploited several times

    var AccessStratumRelease v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease (); // preamble has been performed, so the rel is known

    timer t_Wait := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTTCNTimer, 5.0 );

….

    }

…
After change
…
  function fl_TC_9_1_5_1_Body() runs on EUTRA_PTC

  {

    // @sic R5s110439 sic@

    // ==========================================================================

    // initialize constant test case data structures

    // ==========================================================================

    var charstring v_FullNameString := "FullName12345678";

    var charstring v_ShortNameString := "SName123";

    var charstring v_AT_Response;

    var charstring v_Quote := oct2char ('22'O);

    var charstring v_Expression_CTZR := "*"&v_Quote&"(*)"&v_Quote&",([0-9])*"&v_Quote&"(*)"&v_Quote &"*"; // used for LTZ, DST and Time checking  @sic R5s160161 sic@

    var charstring v_AT_CTZE_Response; // CTZE response received upon CTZR: only once in the TC, exploited several times

    var AccessStratumRelease v_Rel := f_EUTRA_MobileInfo_GetUECapability_AccessStratumRelease (); // preamble has been performed, so the rel is known

    timer t_Wait := f_EUTRA_SetTimerToleranceMin( eutra_CellA, nasTTCNTimer, 5.0 );

….

    }

...
