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1 Overview

This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D17wk51 related to the title of this CR.

Contact:
Hans Rohnert

hans.rohnert@rohde-schwarz.com
2 Corrections required

2.1 f_IMS_CC_ReleaseConnection
	Function name
	f_IMS_CC_ReleaseConnection

	Reason for change
	The intended logic of this function is to close the TCP connection immediately when SS is not supposed to wait, and otherwise wait 2 seconds.  

	Summary of change
	Replaced boolean operator testing for unequality by the one testing for equality.

	TTCN module
	IMS_CC_CommonFunctions.ttcn

	MCC160 Comment
	


Before change
  function f_IMS_CC_ReleaseConnection(IMS_TestProcedure_Type p_TestProcedure,

                                      template (omit) IMS_TCP_CloseHandling_Type p_TcpCloseHandling := omit) runs on IMS_PTC

  { /* @sic R5s140801: new parameter p_TcpCloseHandling sic@ */

    var IMS_TCP_CloseHandling_Type v_TcpCloseHandling := dontWait;

    if (isvalue(p_TcpCloseHandling )) {   /* @sic R5s140801 sic@ */

      v_TcpCloseHandling := valueof(p_TcpCloseHandling );

    }

    else{

      select (p_TestProcedure) {

        case (IPCAN_InitialRegistration) {  /* @sic R5s140219 - MCC160 implementation: wait for possible TCP close of unprotected connection but don't close any further TCP connection sic@ */

          v_TcpCloseHandling := justWait;

        }

        case else {

        }

      }

    }

    if (v_TcpCloseHandling != dontWait) {

      f_IMS_TCP_CloseHandling(v_TcpCloseHandling);

    } else {

      f_Delay(2.0);  /* @sic R5s140779: delay to ensure that latest DL SIP message (if any) is sent out before releasing the RRC connection sic@ */

    }

    f_IMS_IPCAN_EndProcedure(IPCAN, p_TestProcedure);

  }   
After change
  function f_IMS_CC_ReleaseConnection(IMS_TestProcedure_Type p_TestProcedure,

                                      template (omit) IMS_TCP_CloseHandling_Type p_TcpCloseHandling := omit) runs on IMS_PTC

  { /* @sic R5s140801: new parameter p_TcpCloseHandling sic@ */

    var IMS_TCP_CloseHandling_Type v_TcpCloseHandling := dontWait;

    if (isvalue(p_TcpCloseHandling )) {   /* @sic R5s140801 sic@ */

      v_TcpCloseHandling := valueof(p_TcpCloseHandling );

    }

    else{

      select (p_TestProcedure) {

        case (IPCAN_InitialRegistration) {  /* @sic R5s140219 - MCC160 implementation: wait for possible TCP close of unprotected connection but don't close any further TCP connection sic@ */

          v_TcpCloseHandling := justWait;

        }

        case else {

        }

      }

    }

    if (v_TcpCloseHandling == dontWait) {

      f_IMS_TCP_CloseHandling(v_TcpCloseHandling);

    } else {

      f_Delay(2.0);  /* @sic R5s140779: delay to ensure that latest DL SIP message (if any) is sent out before releasing the RRC connection sic@ */

    }

    f_IMS_IPCAN_EndProcedure(IPCAN, p_TestProcedure);

  }   
