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	Other comments:
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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk51’.
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3. Corrections to EMM test case 9.2.2.1.2
Change 1 – Correction to function ’fl_TC_9_2_2_1_2_Body’
	Function name
	fl_TC_9_2_2_1_2_Body() 

	Reason for change
	If the confirmation for USIM Removal command arrives after the signaling flow caused by this MMI the UE will be failed.

	Summary of change
	Removed the wait for confirmation of USIM Removal command.

	TTCN module
	NAS_Detach_EOnly.ttcn.ttcn

	MCC160 Comment
	


Before  change
…
function fl_TC_9_2_2_1_2_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti ( eutra_CellA );

    var float v_NoReactionTime := f_EUTRA_SetTimerToleranceMax( eutra_CellA, rrcTimer, 3.0 );

    var NAS_MSG_Indication_Type v_NasInd;

    var B1_Type v_SwitchOffValue;

    var SRB_COMMON_IND v_SRB_COMMON_IND;

    var SRB_Identity_Type v_SRB_Identity := tsc_SRB1;

    var template (present) NAS_MSG_Indication_Type v_ExpectedDetachRequest;

    // ==========================================================================

    //+   Cause removal of USIM from the UE without powering down

    //@siclog "Step 1" siclog@

    f_UT_USIM_Remove (UT);

    //+  Check: Does the UE transmit a DETACH REQUEST with the Detach Type IE indicating "normal detach" or "switch off" detach and

    //          "combined EPS/IMSI detach" or "EPS detach" depending on the UE configuration?[1,P]

    //@siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,                               // @sic R5s110227,  R5s160387 sic@

                                               tsc_RRC_TI_Def,

                                               ?,

                                               (cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 (cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, tsc_NasKsi_NativeSecurityContext),

                                                                                          f_GutiParameters2MobileIdentity(omit, v_Guti),

                                                                                          cr_DetachType('?'B, f_GetEDetachType(NORMAL))))),

                                                cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                  cr_508_SERVICE_REQUEST(f_EUTRA_SecurityKSIasme_Get())))); // @sic R5-123640 sic@

…

  }

…
After change
…
    function fl_TC_9_2_2_1_2_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_Guti := f_EUTRA_CellInfo_GetGuti ( eutra_CellA );

    var float v_NoReactionTime := f_EUTRA_SetTimerToleranceMax( eutra_CellA, rrcTimer, 3.0 );

    var NAS_MSG_Indication_Type v_NasInd;

    var B1_Type v_SwitchOffValue;

    var SRB_COMMON_IND v_SRB_COMMON_IND;

    var SRB_Identity_Type v_SRB_Identity := tsc_SRB1;

    var template (present) NAS_MSG_Indication_Type v_ExpectedDetachRequest;

    // ==========================================================================

    //+   Cause removal of USIM from the UE without powering down

    //@siclog "Step 1" siclog@

    f_UT_USIM_Remove (UT, NO_CNF_REQUIRED);

    //+  Check: Does the UE transmit a DETACH REQUEST with the Detach Type IE indicating "normal detach" or "switch off" detach and

    //          "combined EPS/IMSI detach" or "EPS detach" depending on the UE configuration?[1,P]

    //@siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellA,                               // @sic R5s110227,  R5s160387 sic@

                                               tsc_RRC_TI_Def,

                                               ?,

                                               (cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                 (cr_508_DETACH_REQUEST_MO(cr_NAS_KeySetIdentifier (?, tsc_NasKsi_NativeSecurityContext),

                                                                                          f_GutiParameters2MobileIdentity(omit, v_Guti),

                                                                                          cr_DetachType('?'B, f_GetEDetachType(NORMAL))))),

                                                cr_NAS_Indication(tsc_SHT_IntegrityProtected,

                                                                  cr_508_SERVICE_REQUEST(f_EUTRA_SecurityKSIasme_Get())))); // @sic R5-123640 sic@

…

  }

...
Change 2 – Correction to function ‘f_UT_USIM_Remove’
	Function name
	f_UT_USIM_Remove ()

	Reason for change
	The function always expects a confirmation. In some circumstances the confirmation needs to be handled separately.

	Summary of change
	A parameter was added to allow separating the confirmation from the function call.

	TTCN module
	UpperTesterFunctions.ttcn

	MCC160 Comment
	


Before  change
…

    function f_UT_USIM_Remove(UT_PTC_MTC_PORT p_Port)

  {

    fl_UT_ApplyCommand(p_Port, cas_UT_Req(REMOVE_USIM, CNF_REQUIRED));

  }
…
After change
…

  function f_UT_USIM_Remove(UT_PTC_MTC_PORT p_Port,

                                                     Ut_CnfReq_Type p_CnfRequired := CNF_REQUIRED)

  {

    fl_UT_ApplyCommand(p_Port, cas_UT_Req(REMOVE_USIM, p_CnfRequired));

  }

…
