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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk37’.
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3. Corrections to LTE RRC test case 8.1.1.2
Change 1 – Correction to function ‘f_TC_8_1_1_2_EUTRA()’
	Function name
	f_TC_8_1_1_2_EUTRA()

	Reason for change
	At step 4, the PRACH configuration Index modification in SIB 2 or SIB2-BR and expected subframe corresponding to modified PRACH Configuration Index has to be corrected.

See the associated Prose CR

	Summary of change
	At step 4, the PRACH configuration Index modification in SIB 1 or SIB2-BRhas been corrected and morover the expected subframe corresponding to modified PRACH Configuration Index are modified accordingly

	TTCN module
	LTE\8_1\RRC_Paging.ttcn

	MCC160 Comment
	


Before  change
  function f_TC_8_1_1_2_EUTRA ( ) runs on EUTRA_PTC
  { 

   /* Test case 8.1.1.2 RRC /Paging for notification of BCCH modification inidle mode */
    var EUTRA_SecurityParams_Type v_AuthParams;
    var NAS_MSG_Indication_Type v_NasInd;
    var O4_Type v_NasCountUL;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;
    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode ;
    var EUTRA_CellSysInfo_Type v_SysInfo_Cell1;
    var PRACH_ConfigSIB v_PRACH_ConfigSIB;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
    var template (present) integer v_SubFrameNum_TDD := 6; //@sic R5s140848 sic@
    var template (present) integer v_SubFrameNum_FDD_1 := 2; //@sic R5s140848 sic@
    var template (present) integer v_SubFrameNum_FDD_2 := 5; //@sic R5s140848 sic@
    var template (present) integer v_SubFrameNum_FDD_3 := 8; //@sic R5s140848 sic@ 
     ...

    //@siclog "Step 4" siclog@
    //Change the prach config index in system information.
    if ( v_EUTRA_FDD_TDD_Mode == FDD )
      {
        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 10, true ); 

          //@sic R5s140672, R5s170345, R5-173078 sic@
      }
    else if ( v_EUTRA_FDD_TDD_Mode == TDD )
      {
        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 52, true ); 

        //@sic R5s110197, R5s170345, R5-173078 sic@
      }     

     ...

 };
After  change
  function f_TC_8_1_1_2_EUTRA ( ) runs on EUTRA_PTC
  { 

   /* Test case 8.1.1.2 RRC /Paging for notification of BCCH modification inidle mode */
    var EUTRA_SecurityParams_Type v_AuthParams;
    var NAS_MSG_Indication_Type v_NasInd;
    var O4_Type v_NasCountUL;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_Info;
    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode ;
    var EUTRA_CellSysInfo_Type v_SysInfo_Cell1;
    var PRACH_ConfigSIB v_PRACH_ConfigSIB;
    var template (value) PhysicalConfigDedicated_AntennaInfo_Type v_AntennaInfo;
    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;
    var template (present) integer v_SubFrameNum_TDD := 6; //@sic R5s140848 sic@
    var template (present) integer v_SubFrameNum_FDD_1 := 1; //@sic R5s140848 sic@
    var template (present) integer v_SubFrameNum_FDD_2 := 4; //@sic R5s140848 sic@
    var template (present) integer v_SubFrameNum_FDD_3 := 7; //@sic R5s140848 sic@ 

     ...

    //@siclog "Step 4" siclog@
    //Change the prach config index in system information.
    if ( v_EUTRA_FDD_TDD_Mode == FDD )
      {
        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 9, true ); 

          //@sic R5s140672, R5s170345, R5-173078 sic@
      }
    else if ( v_EUTRA_FDD_TDD_Mode == TDD )
      {
        f_EUTRA_CellInfo_SetPRACH_ConfigurationIndex ( eutra_Cell1, 52, true ); 

        //@sic R5s110197, R5s170345, R5-173078 sic@
      }     

     ...

 };
