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	Reason for change:
	The current guard timer for this testcase is too short. A UE which supports multiple bands may not be able to reselect the target cells within this time.
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	It is proposed to increase the guard timer to 1500s.
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2. Corrections required for NBIOT test case 22.2.6
Change 1 TC_22_2_6 ()
	Function name
	TC_22_2_6()

	Reason for change
	The current guard timer for this testcase is too short. A UE which supports multiple bands may not be able to reselect the target cells within this time.

	Summary of change
	It is proposed to increase the guard timer to 1500s.

	TTCN module
	NBIOT_Testsuite.ttcn

	MCC160 Comment
	


Before Change:

	testcase TC_22_2_6() runs on MTC_NBIOT system SYSTEM_NBIOT {
    // @purpose
    //   NB-IoT / Cell reselection using cell status and cell reservations / Access control class 0 to 9
    var NBIOT_PTC        v_NBIOT      := null;
    timer t_GuardTimer := int2float(720);

    v_NBIOT := NBIOT_PTC.create alive;
    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT);
    v_NBIOT.start(f_TC_22_2_6_NBIOT());
    t_GuardTimer.start;
    f_MTC_MainLoop_NBIOT(t_GuardTimer);
  }


After Change:

	testcase TC_22_2_6() runs on MTC_NBIOT system SYSTEM_NBIOT {
    // @purpose
    //   NB-IoT / Cell reselection using cell status and cell reservations / Access control class 0 to 9
    var NBIOT_PTC        v_NBIOT      := null;
    timer t_GuardTimer := int2float(1500);//WA#22_2_6 720->1500
    v_NBIOT := NBIOT_PTC.create alive;
    f_MTC_ConnectPTCs_NBIOT(system, v_NBIOT);
    v_NBIOT.start(f_TC_22_2_6_NBIOT());
    t_GuardTimer.start;
    f_MTC_MainLoop_NBIOT(t_GuardTimer);
  }


