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Change 1 

	Function name
	fl_TC_9_2_1_1_7c_Body

	Reason for change
	The UE is connecting to the same cell (same TAC) as before so it should not be expected to not include S-TMSI.

# Draft prose CR will be provided.

	Summary of change
	Removed randomValue UE-Identity from step 2.

	TTCN module
	\LTE_A_R12\9_2\NAS_Attach_EOnly_R12.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_1_1_7c_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams_CellA := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_GutiParams_CellA.PLMN_Identity);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var NAS_AttDetValue_Type v_AttachType :=f_GetEAttachType(EPS_Only);

    var NAS_MSG_Indication_Type v_NasInd;

    var EPS_BearerIdentity v_EPS_Bearer_Id :=  f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var APNandPCOs_Type v_APNandPCOs;

    var template (omit) ProtocolConfigOptions v_PcoFromUE;

    var template (value) ProtocolConfigOptions v_PcoToUE;

    var SRB_COMMON_IND v_ReceivedAsp;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_Lac v_LacA := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LacA, EPS_Only);

    //@siclog "Step 1" siclog@

    //The UE is switched on

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA);

    //@siclog "Step 2" siclog@

    //Check: Does the UE transmit an RRCConnectionRequest message not including S-TMSI and with establishmentCause set to "mo-Signalling"?
    f_EUTRA_RRC_ConnectionRequest_Def(eutra_CellA, mo_Signalling, cr_InitialUE_Identity_Random);

    //@siclog "Step 3" siclog@

    //The SS transmits an RRCConnectionSetup message

    f_EUTRA_RRC_ConnectionSetup_Def(eutra_CellA);

    //@siclog "Step 4" siclog@

…

  }
After change

    function fl_TC_9_2_1_1_7c_Body() runs on EUTRA_PTC

  {

    var GutiParameters_Type v_GutiParams_CellA := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_GutiParams_CellA.PLMN_Identity);

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var NAS_AttDetValue_Type v_AttachType :=f_GetEAttachType(EPS_Only);

    var NAS_MSG_Indication_Type v_NasInd;

    var EPS_BearerIdentity v_EPS_Bearer_Id :=  f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var APNandPCOs_Type v_APNandPCOs;

    var template (omit) ProtocolConfigOptions v_PcoFromUE;

    var template (value) ProtocolConfigOptions v_PcoToUE;

    var SRB_COMMON_IND v_ReceivedAsp;

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_Lac v_LacA := f_EUTRA_CellInfo_GetLocationAreaCode(eutra_CellA);

    var template (omit) LocAreaId v_LAI := f_GetLAI(v_PLMN, v_LacA, EPS_Only);

    //@siclog "Step 1" siclog@

    //The UE is switched on

    f_EUTRA_SwitchOnUEandStartIP(eutra_CellA);

    //@siclog "Step 2" siclog@

    //Check: Does the UE transmit an RRCConnectionRequest message?
    f_EUTRA_RRC_ConnectionRequest_Def(eutra_CellA);

    //@siclog "Step 3" siclog@

    //The SS transmits an RRCConnectionSetup message

    f_EUTRA_RRC_ConnectionSetup_Def(eutra_CellA);

    //@siclog "Step 4" siclog@

…

  }
