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Change 1
	Function name
	f_TC_22_4_8_NBIOT

	Reason for change
	.In 36.523-1 Table 22.4.8.3.2-2: step 22A the Note3 – A UE may send pending data triggered at step 21. This behaviour is not handled in TTCN.

	Summary of change
	Before step 22B added code to handle eventual transmission of data from step 21.

	TTCN module
	NBIOT_RRC_ControlPlane.ttcn

	MCC160 Comment
	


Before change

f_TC_22_4_8_NBIOT
{

... 

    //@siclog "Step 22" siclog@

    //Check: Does the UE transmit an RRCConnectionRequest-NB message on Ncell 1 within 30s?

    v_Rxd_RRCConnReq := f_NBIOT_RRC_RRCConnectionRequest_Check (nbiot_Cell1, v_WaitForConnection, mo_ExceptionData);

    if (v_Rxd_RRCConnReq) {

      f_NBIOT_SetVerdictFailOrInconc (__FILE__, __LINE__, "Step 22");

    }

    //@siclog "Step 22A" siclog@

    //@sic R5-174317 sic@

    //'Generic Test Procedure NB-IoT Control Plane CIoT MT user data transfer non-SMS transport' as described in TS 36.508 [18], clause 8.1.5A.2.3 are performed (Note 3).

    //Note 3: A UE may send the pending data triggered at step 21

    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);

    //@siclog "Step 22B" siclog@

    //@sic R5-174317 sic@

    //The SS transmits an RRCConnectionRelease-NB message

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);

    //@siclog "Step 23" siclog@
After change

f_TC_22_4_8_NBIOT
{

... 
    //@siclog "Step 22" siclog@

    //Check: Does the UE transmit an RRCConnectionRequest-NB message on Ncell 1 within 30s?

    v_Rxd_RRCConnReq := f_NBIOT_RRC_RRCConnectionRequest_Check (nbiot_Cell1, v_WaitForConnection, mo_ExceptionData);

    if (v_Rxd_RRCConnReq) {

      f_NBIOT_SetVerdictFailOrInconc (__FILE__, __LINE__, "Step 22");

    }

    //@siclog "Step 22A" siclog@

    //@sic R5-174317 sic@

    //'Generic Test Procedure NB-IoT Control Plane CIoT MT user data transfer non-SMS transport' as described in TS 36.508 [18], clause 8.1.5A.2.3 are performed (Note 3).

    //Note 3: A UE may send the pending data triggered at step 21

    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);

    t_Timer1.start (10.0);

    alt {

      //The UE transmits one IP packet embedded in a ESM DATA TRANSPORT and  ULInformationTransfer-NB

      [] SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell1,

                                           tsc_SRB1bis,

                                           cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                             cr_ESM_DATA_TRANSPORT(?, cr_UserDataContainer)))){

        t_Timer1.stop;

      }

      //The SS waits for Timer_1 expiry

      [] t_Timer1.timeout{}

    }
    //@siclog "Step 22B" siclog@

    //@sic R5-174317 sic@

    //The SS transmits an RRCConnectionRelease-NB message

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);

    //@siclog "Step 23" siclog@   
Change 2
	Function name
	f_TC_22_4_9_NBIOT

	Reason for change
	In 36.523-1 Table 22.4.9.3.2-2: step 33A the Note3 – A UE may send pending data triggered at step 32. This behaviour is not handled in TTCN.

	Summary of change
	Before step 33B added code to handle eventual transmission of data from step 32.

	TTCN module
	NBIOT_RRC_ControlPlane.ttcn

	MCC160 Comment
	


Before change

function f_TC_22_4_9_NBIOT() runs on NBIOT_PTC
{

...

    //@siclog "Step 33A" siclog@

    //@sic R5-174467 sic@

    //'Generic Test Procedure NB-IoT Control Plane CIoT MT user data transfer non-SMS transport' as described in TS 36.508 [18], clause 8.1.5A.2.3 are performed (Note 3).

    //Note 3: A UE may send the pending data triggered at step 32

    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);

    //@siclog "Step 33B" siclog@

    //@sic R5-174467 sic@

    //The SS transmits an RRCConnectionRelease-NB message

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);

    //@siclog "Step 34" siclog@
After change

function f_TC_22_4_9_NBIOT() runs on NBIOT_PTC
{

...

//@siclog "Step 33A" siclog@

    //@sic R5-174467 sic@

    //'Generic Test Procedure NB-IoT Control Plane CIoT MT user data transfer non-SMS transport' as described in TS 36.508 [18], clause 8.1.5A.2.3 are performed (Note 3).

    //Note 3: A UE may send the pending data triggered at step 32

    f_NBIOT_508Check_CP_ResponseToPagingForMTAccess(nbiot_Cell1);

    t_Timer1.start (10.0);

    alt {

      //The UE transmits one IP packet embedded in a ESM DATA TRANSPORT and  ULInformationTransfer-NB

      [] SRB.receive(car_NB_SRB_NasPdu_IND(nbiot_Cell1,

                                           tsc_SRB1bis,

                                           cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                             cr_ESM_DATA_TRANSPORT(?, cr_UserDataContainer)))){

        t_Timer1.stop;

      }

      //The SS waits for Timer_1 expiry

      [] t_Timer1.timeout{}

    }
    //@siclog "Step 33B" siclog@

    //@sic R5-174467 sic@

    //The SS transmits an RRCConnectionRelease-NB message

    f_NBIOT_RRC_ConnectionRelease(nbiot_Cell1);

    //@siclog "Step 34" siclog@
