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2.1. Change 1 – Correction to function f_TC_9_2_3_3_5_GERAN
	Function name
	f_TC_9_2_3_3_5_GERAN

	Reason for change
	After the last step 21b3 in test case 9.2.3.3.5, the PDP context may still be active, causing the UE to initiate IMS de-registration during the Detach procedure on GERAN cell inside the postamble. This can be prevented by setting the PDP context status to INACTIVE in GMM Routing Area Update Accept message, which is the default according to TS 36.508 Table 4.7B.2-2. See also R5-153114.

	Summary of change
	PDP context status set to PDP_ContextStatusInactive in GMM Routing Area Update Accept message of step 21b3.

	TTCN module
	ATS_LTE_IRAT/9_2/NAS_TrackingArea_UG_GERAN.ttcn

	MCC160 Comment
	


Before  change
…
    //@siclog "Step 21b2" siclog@

    v_LLCDataInd := f_GPRS_ReceiveUplinkMsg (geran_Cell24, car_G_LLC_UnitData_IND(cr_G_RAUReq_Ids(cr_GMM_UpdateType(?, v_UpdateType), // @sic R5s120210 sic@

                                                                                                  cr_RAI,

                                                                                                  cr_PTMSI_SignatureAny ifpresent,

                                                                                                  ?,

                                                                                                  cdr_MobileIdTMSI_tlv ifpresent, // @sic R5s110607, R5-126068 sic@

                                                                                                  cr_MobileIdAny('1A'O) ifpresent,

                                                                                                  cr_RoutingAreaId2 ifpresent,

                                                                                                  v_UE_NetworkCap))); // @sic R5s110607, R5s120210 sic@

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 21b2");

    // Check ISR support

    if (v_LLCDataInd.unit.msg.rauReq.msNetworkCap.isrSupport != '1'B) { // @sic R5s120830 sic@

      f_GERAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 21b2");

    }

    //@siclog "Step 21b3" siclog@

    v_RAUAccept.rauAccept.updateResult.ttcn_value := v_UpdateResult;

    f_GPRS_SendDownlinkMsg(geran_Cell24, 1, cas_G_LLC_UnitData_Req (f_GERAN_TLLI_Get(geran_Cell24), tsc_LLCSapi_GMM, tsc_LLC_PM, px_GSM_CipheringOnOff, v_RAUAccept));

    f_GERAN_LLC_XID (geran_Cell24, false); // @sic R5s141137 sic@

    //@siclog "Step 21b4 Void" siclog@

    //@siclog "Step 21b5" siclog@//

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // Send trigger to EUTRA side to release cell

    // Test case now finished on GERAN side

    f_GERAN_TestBody_Set(false);

    f_GERAN_Postamble(geran_Cell24, G1_IDLE);

  } // f_TC_9_2_3_3_5_GERAN

…
After change
…
    //@siclog "Step 21b2" siclog@

    v_LLCDataInd := f_GPRS_ReceiveUplinkMsg (geran_Cell24, car_G_LLC_UnitData_IND(cr_G_RAUReq_Ids(cr_GMM_UpdateType(?, v_UpdateType), // @sic R5s120210 sic@

                                                                                                  cr_RAI,

                                                                                                  cr_PTMSI_SignatureAny ifpresent,

                                                                                                  ?,

                                                                                                  cdr_MobileIdTMSI_tlv ifpresent, // @sic R5s110607, R5-126068 sic@

                                                                                                  cr_MobileIdAny('1A'O) ifpresent,

                                                                                                  cr_RoutingAreaId2 ifpresent,

                                                                                                  v_UE_NetworkCap))); // @sic R5s110607, R5s120210 sic@

    f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 21b2");

    // Check ISR support

    if (v_LLCDataInd.unit.msg.rauReq.msNetworkCap.isrSupport != '1'B) { // @sic R5s120830 sic@

      f_GERAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 21b2");

    }

    //@siclog "Step 21b3" siclog@

    v_RAUAccept.rauAccept.updateResult.ttcn_value := v_UpdateResult;

    v_RAUAccept.rauAccept.pDP_ContextStatus:= cs_PDP_ContextStatusInactive;
    f_GPRS_SendDownlinkMsg(geran_Cell24, 1, cas_G_LLC_UnitData_Req (f_GERAN_TLLI_Get(geran_Cell24), tsc_LLCSapi_GMM, tsc_LLC_PM, px_GSM_CipheringOnOff, v_RAUAccept));

    f_GERAN_LLC_XID (geran_Cell24, false); // @sic R5s141137 sic@

    //@siclog "Step 21b4 Void" siclog@

    //@siclog "Step 21b5" siclog@//

    f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger); // Send trigger to EUTRA side to release cell

    // Test case now finished on GERAN side

    f_GERAN_TestBody_Set(false);

    f_GERAN_Postamble(geran_Cell24, G1_IDLE);

  } // f_TC_9_2_3_3_5_GERAN

…
