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	Reason for change:
	In the current TTCN implementation, in the function fl_TC_9_2_1_1_24_Body, the function f_EUTRA_InitialRegistrationEpsBearerId is called, but omit is passed as argument for IE p_NtwkFeatSupport.

However, before this in preamble, the ATTACH ACCEPT message sends the NetworkFeatureSupport based on call to function f_GetNetworkFeatureSupport().

This can result in a inconsistent EPS bearer ID value.

To avoid this from happening, the value of IE p_NtwkFeatSupport should be in-line with whats being set in Preamble.

	
	

	Summary of change:
	In the function fl_TC_9_2_1_1_24_Body(), Instead of calling f_EUTRA_InitialRegistrationEpsBearerId(firstPDN, omit);, called f_EUTRA_InitialRegistrationEpsBearerId(firstPDN, f_GetNetworkFeatureSupport()); to assign the EPS bearer Identity.
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Change 1 

	Function name
	fl_TC_9_2_1_1_24_Body()

	Reason for change
	f_EUTRA_InitialRegistrationEpsBearerId is not taking the proper value of p_NtwkFeatSupport


	Summary of change
	f_EUTRA_InitialRegistrationEpsBearerId is using the updated value of EPS Network Feature Support

	TTCN module
	NAS_Attach_EOnly

	MCC160 Comment
	


Before change
function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC
  { // @sic R5s110026 sic@
    var template (value) CellPowerList_Type v_CellPowerList;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo;
    var NAS_MSG_Indication_Type v_NAS_Ind;
    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;
    var APNandPCOs_Type v_APNandPCOs;
    var template (omit) ProtocolConfigOptions v_Pco := omit;
    var template (value) TrackingAreaIdList v_TaiList;
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (NORMAL); // @sic R5s110176 sic@ @sic R5-125711 sic@
    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN); // @sic R5s160361 sic@
    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id); // @sic R5s160361 sic@
    var NAS_UL_Message_Type v_PdnConnectivityRequest;
    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL); // @sic R5s110176 sic@ @sic R5-125711 sic@
<<SKIPPED CODE>>   
After Change 
function fl_TC_9_2_1_1_24_Body() runs on EUTRA_PTC
  { // @sic R5s110026 sic@
    var template (value) CellPowerList_Type v_CellPowerList;
    var template (value) EUTRA_FDD_TDD_CellInfo_Type v_EUTRA_FDD_TDD_CellInfo;
    var NAS_MSG_Indication_Type v_NAS_Ind;
    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;
    var APNandPCOs_Type v_APNandPCOs;
    var template (omit) ProtocolConfigOptions v_Pco := omit;
    var template (value) TrackingAreaIdList v_TaiList;
    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType (NORMAL); // @sic R5s110176 sic@ @sic R5-125711 sic@
    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN, f_GetNetworkFeatureSupport() ); // @sic R5s160361 sic@
    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id); // @sic R5s160361 sic@
    var NAS_UL_Message_Type v_PdnConnectivityRequest;
    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(NORMAL); // @sic R5s110176 sic@ @sic R5-125711 sic@
<<SKIPPED CODE>>
