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Change 1 f_TC_7_1_2_9_EUTRA
	Function name
	f_TC_7_1_2_9_EUTRA

	Reason for change
	update SIB2 parameter prach_StartingSubframe_r13 is not transmitted to the UE due to the function f_EUTRA_CellInfo_SetPRACH_StartingSubframeCE being called after f_EUTRA_CellConfig_Def.

	Summary of change
	to ensure the update SIB2 parameter prach_StartingSubframe_r13  value is taken into account f_EUTRA_CellInfo_SetPRACH_StartingSubframeCE is called before f_EUTRA_CellConfig_Def 

	TTCN module
	MAC_712

	MCC160 Comment
	


Before change
  function f_TC_7_1_2_9_EUTRA ( ) runs on EUTRA_PTC

  { /* L2/MAC/7.2

     * 7.1.2.9 : MAC-Backoff Indicator

     */

    var integer j;

    var float v_BI;

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode;

    var SYSTEM_IND     v_SYSTEM_IND;              // JKS: variable to implement timing checks

    var SubFrameTiming_Type v_SubFrameTiming1;    // JKS: variable to implement timing checks

    var SubFrameTiming_Type v_SubFrameTiming2;    // JKS: variable to implement timing checks

    // variables for handling racing problem

    var template (omit) SRB_COMMON_IND v_SrbIndByRef ;

    var template (omit) SYSTEM_IND v_SysIndByRef ;        // to store SYSTEM_IND if it takes over the RRC message

    var octetstring v_EncodedRRCConnectionSetup;

    var NAS_MSG_Indication_Type v_NasInd; //@sic R5-102180 sic@

    var EUTRA_SecurityParams_Type v_Auth_Params ;

    var template (omit) UplinkGrantCE_Mode_Type   v_UplinkGrantCE_Mode; //@sic R5s170596 sic@

    timer t_Watchdog := 5.0;

    ///////////////////////////////////////////////////////////////////////////////////

    //      PREAMBLE

    //////////////////////////////////////////////////////////////////////////////////

    f_EUTRA_Init (c1);

    f_EUTRA_CellInfo_SetSysInfo_T300 (eutra_Cell1, ms1500);   //@sic R5s110115 sic@

    f_EUTRA_CellConfig_Def (eutra_Cell1);

     if (pc_ue_CategoryDL_M1)

     {

         f_EUTRA_CellInfo_SetPRACH_StartingSubframeCE (eutra_Cell1, omit);

     }//@sic R5s180146 sic@

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE );
After Change 
function f_TC_7_1_2_9_EUTRA ( ) runs on EUTRA_PTC

  { /* L2/MAC/7.2

     * 7.1.2.9 : MAC-Backoff Indicator

     */

    var integer j;

    var float v_BI;

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode;

    var SYSTEM_IND     v_SYSTEM_IND;              // JKS: variable to implement timing checks

    var SubFrameTiming_Type v_SubFrameTiming1;    // JKS: variable to implement timing checks

    var SubFrameTiming_Type v_SubFrameTiming2;    // JKS: variable to implement timing checks

    // variables for handling racing problem

    var template (omit) SRB_COMMON_IND v_SrbIndByRef ;

    var template (omit) SYSTEM_IND v_SysIndByRef ;        // to store SYSTEM_IND if it takes over the RRC message

    var octetstring v_EncodedRRCConnectionSetup;

    var NAS_MSG_Indication_Type v_NasInd; //@sic R5-102180 sic@

    var EUTRA_SecurityParams_Type v_Auth_Params ;

    var template (omit) UplinkGrantCE_Mode_Type   v_UplinkGrantCE_Mode; //@sic R5s170596 sic@

    timer t_Watchdog := 5.0;

    ///////////////////////////////////////////////////////////////////////////////////

    //      PREAMBLE

    //////////////////////////////////////////////////////////////////////////////////

    f_EUTRA_Init (c1);

    f_EUTRA_CellInfo_SetSysInfo_T300 (eutra_Cell1, ms1500);   //@sic R5s110115 sic@

     if (pc_ue_CategoryDL_M1) // moved SetPRACH_StartingSubframeCE before f_EUTRA_CellConfig_Def

     {

         f_EUTRA_CellInfo_SetPRACH_StartingSubframeCE (eutra_Cell1, omit);

     }//@sic R5s180146 sic@
    f_EUTRA_CellConfig_Def (eutra_Cell1);

    f_EUTRA_Preamble (eutra_Cell1, STATE2_IDLEUPDATE );
