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	Reason for change:
	As per the 36.523-1 Sec 22.5.3.3.2 , test procedure sequence, at Step 21a2 the UE can optionally send a rrc connection REQ.In the current TTCN implementation for Step 21a2, the TTCN expects the UE to include a S-TMSI in the rrc connection REQ. However, the UE can send a random value as well.
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1 Corrections required

1.1 fl_TC_22_5_3()
	Function name
	fl_TC_22_5_3 ()

	Reason for change
	As per the 36.523-1 Sec 22.5.3.3.2 , test procedure sequence, at Step 21a2 the UE can optionally send a rrc connection REQ.In the current TTCN implementation for Step 21a2, the TTCN expects the UE to include a S-TMSI in the rrc connection REQ. However, the UE can send a random value as well.

The TTCN needs to accommodate this as well.

	Summary of change
	Modified the TTCN so that the change for S-TMSI is relaxed. Please see screenshot.

	TTCN module
	NBIOT_NAS_Detach.ttcn

	MCC160 Comment
	Accepted


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 21a2" siclog@
      //UE transmits an RRCConnectionRequest-NB message, establishmentCause=mo-Signalling.
      [] SRB.receive(car_NB_SRB0_RrcPdu_IND(nbiot_Cell1, cr_RRCConnectionRequest_NB(mo_Signalling)))
        {
          f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 21a2: RRCConnectionRequest-NB sent by UE");
          t_AttachTime.stop;
          //@siclog "Step 21a3" siclog@
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//@siclog "Step 21a2" siclog@
      //UE transmits an RRCConnectionRequest-NB message, establishmentCause=mo-Signalling.
      [] SRB.receive(car_NB_SRB0_RrcPdu_IND(nbiot_Cell1, cr_RRCConnectionRequest_NB(mo_Signalling, ? /*WA#22_5_3*/)))
        {
          f_NBIOT_PreliminaryPass(__FILE__, __LINE__, "Step 21a2: RRCConnectionRequest-NB sent by UE");
          t_AttachTime.stop;
          //@siclog "Step 21a3" siclog@
<<SKIPPED CODE>>


