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Change 1
	Template name
	tsc_C_RNTI_Value

	Reason for change
	All  tsc_C_RNTI_Value from 1 to 10 have incorrect input values. Current input values are decimal but should be hexadecimal

	Summary of change
	For tsc_C_RNTI_Value from 1 to 10 use hexadecimal values instead of decimal values

	TTCN module
	CommonDefs.ttcn

	MCC160 Comment
	Accepted


Before change

  const RNTI_Value_Type tsc_C_RNTI_Value1  := hex2int('4097'H);   /* '1001'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value2  := hex2int('4148'H);   /* '1034'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value3  := hex2int('4369'H);   /* '1111'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value4  := hex2int('8177'H);   /* '1FF1'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value5  := hex2int('1234'H);   /* '04D2'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value6  := hex2int('2345'H);   /* '0929'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value7  := hex2int('3456'H);   /* '0D80'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value8  := hex2int('4567'H);   /* '11D7'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value9  := hex2int('5678'H);   /* '162E'H acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value10 := hex2int('6789'H);   /* '1A85'H acc. to TS 36.523-3 table 7.1.1-1 */
After change

  const RNTI_Value_Type tsc_C_RNTI_Value1  := hex2int('1001'H);   /* '4097'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value2  := hex2int('1034'H);   /* '4148'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value3  := hex2int('1111'H);   /* '4369'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value4  := hex2int('1FF1'H);   /* '8177'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value5  := hex2int('04D2'H);   /* '1234'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value6  := hex2int('0929'H);   /* '2345'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value7  := hex2int('0D80'H);   /* '3456'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value8  := hex2int('11D7'H);   /* '4567'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value9  := hex2int('162E'H);   /* '5678'Dec acc. to TS 36.523-3 table 7.1.1-1 */

  const RNTI_Value_Type tsc_C_RNTI_Value10 := hex2int('1A85'H);   /* '6789'Dec acc. to TS 36.523-3 table 7.1.1-1 */   
