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Change 1 

	Function name
	fl_TC_9_2_1_1_2a_Body()

	Reason for change
	Second IMS registration cannot be done because first IMS deregistration never happens as cell A is off after preamble.

	Summary of change
	Reset IP and IMS after preamble, before Cell A is off

	TTCN module
	NAS_Attach_EOnly_A.ttcn

	MCC160 Comment
	Accepted


Before change
function fl_TC_9_2_1_1_2a_Body() runs on EUTRA_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only);

    var B3_Type v_PDNValue := f_GetPdnType();

    var NAS_MSG_Indication_Type v_NasInd;

    var template (value) CellPowerList_Type v_CellPowerList;

    v_CellPowerList := {

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE)

    };

    //@siclog "Step 1" siclog@

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //Does the UE send an ATTACH REQUEST including the IMSI?

    //@siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,  // @sic R5s140041 sic@

                                                                                 cdr_ATTACH_REQUEST_IMSIonly(v_AttachType, v_AdditionalUpdateType, *), // @sic R5s140041 sic@ // @sic R5-141109 sic@

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 v_PDNValue)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3-16b1 " siclog@

    //The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 clause 4.5.2.3

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellB, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); // @sic R5-160947, R5s170444 sic@

  } // function fl_TC_9_2_1_1_2a_Body
After Change 
function fl_TC_9_2_1_1_2a_Body() runs on EUTRA_PTC

  {

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only);

    var B3_Type v_PDNValue := f_GetPdnType();

    var NAS_MSG_Indication_Type v_NasInd;

    var template (value) CellPowerList_Type v_CellPowerList;

     f_EUTRA_ResetIPandIMS(eutra_CellA);
    v_CellPowerList := {

      cs_CellPower(eutra_CellB, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellA, tsc_NonSuitableCellRS_EPRE)

    };

    //@siclog "Step 1" siclog@

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    //Does the UE send an ATTACH REQUEST including the IMSI?

    //@siclog "Step 2" siclog@

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               v_RRC_TI,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,  // @sic R5s140041 sic@

                                                                                 cdr_ATTACH_REQUEST_IMSIonly(v_AttachType, v_AdditionalUpdateType, *), // @sic R5s140041 sic@ // @sic R5-141109 sic@

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 v_PDNValue)));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 2");

    //@siclog "Step 3-16b1 " siclog@

    //The attach procedure is completed by executing steps 5 to 16 of the UE registration procedure in TS 36.508 clause 4.5.2.3

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellB, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); // @sic R5-160947, R5s170444 sic@

  } // function fl_TC_9_2_1_1_2a_Body

Change 2
	Function name
	fl_TC_9_2_3_1_8b_Body()

	Reason for change
	Second IMS registration cannot be done because first IMS deregistration never happens as cell A is off after preamble.

	Summary of change
	Reset IP and IMS after preamble, before Cell A is off

	TTCN module
	NAS_TrackingArea_EOnly_A.ttcn

	MCC160 Comment
	Accepted


Before change
function fl_TC_9_2_3_1_8b_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_MSG_Indication_Type v_NasInd;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var float v_TimerValue := f_EUTRA_SetTimerToleranceMax(eutra_CellB, nasTimer, 60.0); // Timer set to 60s

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s150821 sic@

    //@siclog "Step 1" siclog@

    //+   Set the cell type of cell A to the "Non-Suitable cell".

    //+   Set the cell type of cell B to the "Serving cell"

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    //+   Check: Does the UE transmit a RRCConnectionRequest message in next 60s?

    if (f_EUTRA_RRC_RRCConnectionRequest_Check(eutra_CellB, v_TimerValue)) {

      f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 2");

    }

    // Added steps 3A, 3B and 3C

    //@siclog "Step 3A" siclog@

    // The UE is switched off and powered off

    if (pc_SwitchOnOff) {

      fl_UT_ApplyCommand(UT, cas_UT_Req(SWITCH_OFF, NO_CNF_REQUIRED)); //@sic R5-145775 sic@

    }

    f_UT_PowerOffUE(UT);

    // Reset Security at NAS EMU

    f_EUTRA_SS_NAS_SecurityRelease(); // @sic R5s150821 sic@

    //@siclog "Step 3B" siclog@

    //The UE is equiped with a USIM containing values shown in Table 9.2.3.1.8b.3.3-1

    f_UT_USIM_Insert(UT, "36.523-1  Table 9.2.3.1.8b.3.1-2"); //@sic R5-152072 sic@

    //@siclog "Step 3C" siclog@

    //The UE is powered on and switched on.

    fl_UT_ApplyCommand(UT, cas_UT_Req(POWER_ON, NO_CNF_REQUIRED)); //@sic R5-145775 sic@

    if (pc_SwitchOnOff) {

      f_UT_SwitchOnUE(UT, false); //@sic R5-145775 sic@

    }

    //@siclog "Step 3D" siclog@

    //Cause the UE to initiate Attach procedure  with the Device properties IE set to "MS is not configured for NAS signalling low priority" by MMI or AT command.

    f_UT_ConfigureSIMTCParams(UT, 0, 1); // @sic R5s150821 sic@ @sic R5-155986 sic@

    //@siclog "Step 4" siclog@

    // Does the UE transmit an ATTACH REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB, //@sic R5-145775 sic@

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking((tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected), // @sic R5s150821 sic@

                                                                                 cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    //@siclog "Step 7-20b1" siclog@

    // The attach procedure is completed by executing steps 5 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellB, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); //@sic R5-145775, R5s150830, R5-160745 sic@

  }

After Change

function fl_TC_9_2_3_1_8b_Body() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList;

    var NAS_MSG_Indication_Type v_NasInd;

    var template AdditionalUpdateType v_AdditionalUpdateType := f_GetAdditionalUpdateType(EPS_Only);

    var float v_TimerValue := f_EUTRA_SetTimerToleranceMax(eutra_CellB, nasTimer, 60.0); // Timer set to 60s

    var NAS_AttDetValue_Type v_AttachType := f_GetEAttachType(EPS_Only); // @sic R5s150821 sic@

    f_EUTRA_ResetIPandIMS(eutra_CellA);
    //@siclog "Step 1" siclog@

    //+   Set the cell type of cell A to the "Non-Suitable cell".

    //+   Set the cell type of cell B to the "Serving cell"

    v_CellPowerList := {

      cs_CellPower ( eutra_CellA, tsc_NonSuitableCellRS_EPRE ),

      cs_CellPower ( eutra_CellB, tsc_ServingCellRS_EPRE )

    };

    f_EUTRA_SetCellPowerList ( v_CellPowerList );

    //@siclog "Step 2" siclog@

    //+   Check: Does the UE transmit a RRCConnectionRequest message in next 60s?

    if (f_EUTRA_RRC_RRCConnectionRequest_Check(eutra_CellB, v_TimerValue)) {

      f_EUTRA_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 2");

    }

    // Added steps 3A, 3B and 3C

    //@siclog "Step 3A" siclog@

    // The UE is switched off and powered off

    if (pc_SwitchOnOff) {

      fl_UT_ApplyCommand(UT, cas_UT_Req(SWITCH_OFF, NO_CNF_REQUIRED)); //@sic R5-145775 sic@

    }

    f_UT_PowerOffUE(UT);

    // Reset Security at NAS EMU

    f_EUTRA_SS_NAS_SecurityRelease(); // @sic R5s150821 sic@

    //@siclog "Step 3B" siclog@

    //The UE is equiped with a USIM containing values shown in Table 9.2.3.1.8b.3.3-1

    f_UT_USIM_Insert(UT, "36.523-1  Table 9.2.3.1.8b.3.1-2"); //@sic R5-152072 sic@

    //@siclog "Step 3C" siclog@

    //The UE is powered on and switched on.

    fl_UT_ApplyCommand(UT, cas_UT_Req(POWER_ON, NO_CNF_REQUIRED)); //@sic R5-145775 sic@

    if (pc_SwitchOnOff) {

      f_UT_SwitchOnUE(UT, false); //@sic R5-145775 sic@

    }

    //@siclog "Step 3D" siclog@

    //Cause the UE to initiate Attach procedure  with the Device properties IE set to "MS is not configured for NAS signalling low priority" by MMI or AT command.

    f_UT_ConfigureSIMTCParams(UT, 0, 1); // @sic R5s150821 sic@ @sic R5-155986 sic@

    //@siclog "Step 4" siclog@

    // Does the UE transmit an ATTACH REQUEST message?

    v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB, //@sic R5-145775 sic@

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking((tsc_SHT_NoSecurityProtection, tsc_SHT_IntegrityProtected), // @sic R5s150821 sic@

                                                                                 cr_508_ATTACH_REQUEST(v_AttachType, v_AdditionalUpdateType),

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");

    //@siclog "Step 7-20b1" siclog@

    // The attach procedure is completed by executing steps 5 to 18b1 of the UE registration procedure in TS 36.508 sub clause 4.5.2.3.

    f_EUTRA_InitialRegistration_Step5_18b1(eutra_CellB, STATE2_IDLEUPDATE, EPS_Only, v_NasInd); //@sic R5-145775, R5s150830, R5-160745 sic@

  }
