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<Start of change 1>
RRCConnectionSetupComplete
Table 4.6.1-18: RRCConnectionSetupComplete

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionSetupComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionSetupComplete-r8 SEQUENCE {
	
	
	

	        selectedPLMN-Identity
	1
	
	

	        registeredMME
	Not checked
	
	

	        dedicatedInfoNAS
	Present but contents not checked
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	UP-CIoT or CP-CIoT

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  up-CIoT-EPS-Optimisation-r13
	true
	
	UP-CIoT

	                  cp-CIoT-EPS-Optimisation-r13
	true
	
	CP-CIoT

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    ue-CE-NeedULGaps-r13
	Not checked
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UP-CIoT
	If user plane CIoT supported (TS 36.523-2, A.4.4-1/132).

Note 1: This condition is only applicable if also condition CIoT-test apply.

	CP-CIoT
	If control plane CIoT supported (TS 36.523-2, A.4.4-1/nnn).

Note 1: This condition is only applicable if also condition CIoT-test apply.


<End of change 1>

