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1 Corrections required

1.1 f_TC_22_3_2_4
	Function name
	f_TC_22_3_2_4

	Reason for change
	At Step 21, the Status PDU is sent and followed by this the SRBs are released. Since there is no specific activation time the release of SRBs are done immediately and it could result in the STATUS PDU not being transmitted to the UE. In order to avoid this and ensure that the STATUS PDU is sent before the SRBs are released, it is proposed to add a delay.

	Summary of change
	Called f_Delay(0.1); after Step 21

	TTCN module
	NBIOT_RLC_AM_Testcases.ttcn

	MCC160 Comment
	Accepted
a timer of 500ms will be implemented in line with other such situations.


Before Change:

	function fl_TC_22_3_2_4_Body(inout RLC_SS_State p_RLC_Rec) runs on NBIOT_PTC

  {

    var integer i;

    var  NB_L2_DATA_IND v_ReceivedAsp;

    var integer v_RLC_DL_SDU_Length;
….

    //@siclog "Step 21" siclog@

    // The SS transmits an RLC STATUS PDU. ACK_SN=3 and NACK_SN=2.

    v_NACK_List := cs_NACK_List (v_VRR_Offset+2, tsc_E2_NoSO_Follows, omit);

    f_NB_TxSTATUS_PDU_NACK( p_RLC_Rec, v_NACK_List, v_Padding_5bits);

    f_NBIOT_SS_SRBs_DRBs_Release (nbiot_Cell1, CONTROL_PLANE);

    f_NBIOT_SS_SRBs_DRBs_Config(nbiot_Cell11, CONTROL_PLANE, -, omit);

    //@siclog "Step 21A" siclog@

    // The SS changes Ncell 11 levels according to row "T1" in Table 22.3.2.4.3.2-0

    f_NBIOT_SetCellPowerList(v_CellPowerList_AtT1);


After Change:

	function fl_TC_22_3_2_4_Body(inout RLC_SS_State p_RLC_Rec) runs on NBIOT_PTC

  {

    var integer i;

    var  NB_L2_DATA_IND v_ReceivedAsp;

    var integer v_RLC_DL_SDU_Length;
….

    //@siclog "Step 21" siclog@

    // The SS transmits an RLC STATUS PDU. ACK_SN=3 and NACK_SN=2.

    v_NACK_List := cs_NACK_List (v_VRR_Offset+2, tsc_E2_NoSO_Follows, omit);

    f_NB_TxSTATUS_PDU_NACK( p_RLC_Rec, v_NACK_List, v_Padding_5bits);

    //Delay for 100msec to ensure Status PDU is sent before the SRB release
    f_Delay(0.1);
    f_NBIOT_SS_SRBs_DRBs_Release (nbiot_Cell1, CONTROL_PLANE);

    f_NBIOT_SS_SRBs_DRBs_Config(nbiot_Cell11, CONTROL_PLANE, -, omit);

    //@siclog "Step 21A" siclog@

    // The SS changes Ncell 11 levels according to row "T1" in Table 22.3.2.4.3.2-0

    f_NBIOT_SetCellPowerList(v_CellPowerList_AtT1);



