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	Reason for change:
	In the current TTCN implementation, the template cs_EPS_NwkFtSup_Common is assigned to template cs_EPS_NwkFtSup_CP, but for the IEs p_RestrictDCNR and p_N26Ind, no values are being passed.
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1 Corrections required

1.1 cs_EPS_NwFtSup_CP
	Template name
	cs_EPS_NwFtSup_CP

	Reason for change
	In the current TTCN implementation, the template cs_EPS_NwkFtSup_Common is assigned to template cs_EPS_NwkFtSup_CP, but for the IEs p_RestrictDCNR and p_N26Ind, no values are being passed.

As per 24.301 cl 9.9.3.12A, these IEs should be either ‘1’B, or ‘0’B.

Thus, valid values are not being assigned to these two parameters which results in wrong encoding of the NetworkFeatureSupport IE in the ATTACH ACCEPT message. 

As a consequence, the UE may not decode the ATTACH ACCEPT correctly and may respond with an EMM Status message, resulting in testcase failure.

Similar issue exists in implementation of templates cs_EPS_NwkFtSup_UP, cs_EPS_NwkFtSup_S1U and cs_EPS_NwkFtSup_CIOT. 

	Summary of change
	Set both the IEs restrictedDCNR and N26Ind to ‘0’B in the templates cs_EPS_NwkFtSup_CP, cs_EPS_NwkFtSup_UP, cs_EPS_NwkFtSup_S1U and cs_EPS_NwkFtSup_CIOT

	TTCN module
	EPS_NAS_Templates.ttcn

	MCC160 Comment
	Accepted


Before Change:

	template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_CP := cs_EPS_NwkFtSup_Common(-, -, -, -, -, '02'O, '1'B, '1'B, tsc_Spare1, '0'B, '1'B, '1'B, '0'B, '0'B);   /* @status    APPROVED (NBIOT) */
  template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_UP := cs_EPS_NwkFtSup_Common(-, -, -, -, -, '02'O, '1'B, '0'B, tsc_Spare1, '0'B, '1'B, '0'B, '1'B, '1'B);   /* @status    APPROVED (NBIOT) @sic R5-172853, R5-174640 sic@ */
  template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_S1U := cs_EPS_NwkFtSup_Common(-, -, -, -, -, '02'O, '1'B, '0'B, tsc_Spare1, '0'B, '1'B, '0'B, '1'B, '0'B);  /* @status    APPROVED (NBIOT) @sic R5-174640 sic@ */
  template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_CIOT := cs_EPS_NwkFtSup_Common(-, -, -, '1'B, '1'B, '02'O, '1'B, '0'B, tsc_Spare1, '0'B, '1'B, '1'B, '1'B, '1'B); /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS) */
  


After Change:

	template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_CP := cs_EPS_NwkFtSup_Common(-, -, -, -, -, '02'O, '1'B, '1'B, tsc_Spare1, '0'B, '1'B, '1'B, '0'B, '0'B, '0'B, '0'B);   /* @status    APPROVED (NBIOT) WA#NwFeatSupport*/
  template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_UP := cs_EPS_NwkFtSup_Common(-, -, -, -, -, '02'O, '1'B, '0'B, tsc_Spare1, '0'B, '1'B, '0'B, '1'B, '1'B, '0'B, '0'B);   /* @status    APPROVED (NBIOT) @sic R5-172853, R5-174640 sic@ WA#NwFeatSupport */
  template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_S1U := cs_EPS_NwkFtSup_Common(-, -, -, -, -, '02'O, '1'B, '0'B, tsc_Spare1, '0'B, '1'B, '0'B, '1'B, '0'B,'0'B, '0'B);  /* @status    APPROVED (NBIOT) @sic R5-174640 sic@ WA#NwFeatSupport */
  template (value) EPS_NetworkFeatureSupport cs_EPS_NwkFtSup_CIOT := cs_EPS_NwkFtSup_Common(-, -, -, '1'B, '1'B, '02'O, '1'B, '0'B, tsc_Spare1, '0'B, '1'B, '1'B, '1'B, '1'B, '0'B, '0'B); /* @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS) WA#NwFeatSupport */



