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Change

	Function name
	Paramter pc_UL_CA

	Reason for change
	The PICS paramter pc_UL_CA has been removed from 36.523-2 and so can also be removed from the TTCN-3 suites.



	Summary of change
	Remove the definition of pc_UL_CA

	TTCN module
	EUTRA_Parameters.ttcn

	MCC160 Comment
	Accepted as an improvement


Before change

module EUTRA_Parameters {

  import from EUTRA_CommonDefs all;

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:2002" all with {encode "UNALIGNED_PER_OctetAligned"};

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar CA_BandCombination_Type     px_EUTRA_CA_BandCombination := CA_1C;           // @desc  CA band combination applied in CA test cases

  modulepar DC_BandCombination_Type     px_EUTRA_DC_BandCombination := DC_1A_3A;        // @desc  DC band combination applied in DC test cases

…..
  modulepar boolean                     pc_UL_64QAM                 := false;           // @desc  Support of uplink 64 QAM

                                                                                        // Reference: 36.523-2 A.4.4-1/114

  modulepar boolean                     pc_UL_CA                    := false;           // @desc  Support of UL CA

                                                                                        // Reference: 36.523-2, ???
  modulepar boolean                     pc_UL_CA_2Carriers          := false;           // @desc  UL CA with 2 carriers

                                                                                        // Reference: 36.523-2 A.4.3.3-2/1

  ….. 
  modulepar boolean                     pc_tdd_FDD_CA_FDD_PCell     := false;           // @desc  Support of tdd-FDD-CA-PCellDuplex-r12 with the second bit setting to 1

                                                                                        // Reference: 36.523-2 A.4.4-1/109

  modulepar boolean                     pc_tdd_FDD_CA_TDD_PCell     := false;           // @desc  Support of tdd-FDD-CA-PCellDuplex-r12 with the first bit setting to 1

                                                                                        // Reference: 36.523-2 A.4.4-1/108

  modulepar boolean                     pc_v2xPartialSensing        := false;           // @desc  Support of transmitting PSCCH/PSSCH using UE autonomous resource selection mode with partial sensing

                                                                                        // Reference: 36.523-2 A.4.4-1/154

}
After change

module EUTRA_Parameters {

  import from EUTRA_CommonDefs all;

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:2002" all with {encode "UNALIGNED_PER_OctetAligned"};

  //****************************************************************************

  // PIXIT Parameters

  //----------------------------------------------------------------------------

  modulepar CA_BandCombination_Type     px_EUTRA_CA_BandCombination := CA_1C;           // @desc  CA band combination applied in CA test cases

  modulepar DC_BandCombination_Type     px_EUTRA_DC_BandCombination := DC_1A_3A;        // @desc  DC band combination applied in DC test cases

…..
  modulepar boolean                     pc_UL_64QAM                 := false;           // @desc  Support of uplink 64 QAM

                                                                                        // Reference: 36.523-2 A.4.4-1/114

 //REMOVED  modulepar boolean                     pc_UL_CA                    := false;           // @desc  Support of UL CA

                                                                                        // Reference: 36.523-2, ???
  modulepar boolean                     pc_UL_CA_2Carriers          := false;           // @desc  UL CA with 2 carriers

                                                                                        // Reference: 36.523-2 A.4.3.3-2/1

  ….. 
  modulepar boolean                     pc_tdd_FDD_CA_FDD_PCell     := false;           // @desc  Support of tdd-FDD-CA-PCellDuplex-r12 with the second bit setting to 1

                                                                                        // Reference: 36.523-2 A.4.4-1/109

  modulepar boolean                     pc_tdd_FDD_CA_TDD_PCell     := false;           // @desc  Support of tdd-FDD-CA-PCellDuplex-r12 with the first bit setting to 1

                                                                                        // Reference: 36.523-2 A.4.4-1/108

  modulepar boolean                     pc_v2xPartialSensing        := false;           // @desc  Support of transmitting PSCCH/PSSCH using UE autonomous resource selection mode with partial sensing

                                                                                        // Reference: 36.523-2 A.4.4-1/154

}
