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	Title:

	Correction to UTRAN emergency call test case 13.2.2.1 
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	Reason for change:
	Following the implementation of prose CR R5-173878 the checking of the emergency category IE in this test case is incorrect.
As per R5-173878, the 6th and the 7th bit for emergency Category IE should not be set to '1'.

In the TTCN-2 implementation this check is placed for 1st and 2nd Bits instead of 6th and 7th bits.



	
	

	Summary of change:
	Corrected the value of EmergServCatNotEcall to “00?????”

	
	

	Consequences if not approved:
	Compliant UE may fail the test case

	
	

	Clauses affected:
	13.2.2.1
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1. Corrections to test case 13.2.2.1
Change 1 – tc_13_2_2_1: cr_EmergServCatNotEcall
	Object name 
	tc_13_2_2_1: ts_CC_RcvEsetupNotECall (  p_CellId : INTEGER ): cdr_ESetupNotEcall ( p_Bcap : Bcap ): cr_ServCategoryNotEcall:cr_EmergServCatNotEcall

	Reason for change
	Following the implementation of prose CR R5-173878 the checking of the emergency category IE in this test case is incorrect.

As per R5-173878, the 6th and the 7th bit for emergency Category IE should not be set to '1'.

In the TTCN-2 implementation this check is placed for 1st and 2nd Bits instead of 6th and 7th bits.



	Summary of change
	Corrected the value of EmergServCatNotEcall to “00?????”

	Module
	NAS.mp

	Label
	WA#

	MCC160
	Accepted
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