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	Reason for change:
	Current guard timer for test 7.1.7.2.1 of 600s may not be enough considering that there can be up to 100 NPRBs tested each with IMCS from 0 to maximum 28 which can total to 2900 of UL and DL transmissions and SS reconfigurations.
We propose to increase the guard timer to 900s.



	
	

	Summary of change:
	Guard timer has been increased from 600s to 900s.
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	Test may not finish before guard timer expiry.
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Change 1 

	Testcase name
	TC_7_1_7_2_1

	Reason for change
	Current guard timer for test 7.1.7.2.1 of 600s may not be enough considering that there can be up to 100 NPRBs tested each with IMCS from 0 to maximum 28 which can total to 2900 UL and DL transmissions and SS reconfigurations.

We propose to increase the guard timer to 900s.



	Summary of change
	Guard timer has been increased from 600s to 900s.

	TTCN module
	LTE_EPS_TS_Testcases.ttcn

	MCC160 Comment
	Accepted as improvement for higher Cat UE's


Before change

  testcase TC_7_1_7_2_1() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   UL-SCH Transport Block Size selection / DCI format 0

    var EUTRA_PTC        v_EUTRA      := null;

    var IMS_PTC          v_IMS1       := null;

    var IMS_PTC          v_IMS2       := null;

    timer t_GuardTimer := int2float(600);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(system, v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_7_1_7_2_1_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop_LTE(t_GuardTimer);

  }
After change

      testcase TC_7_1_7_2_1() runs on MTC_LTE system SYSTEM_LTE {

    // @purpose

    //   UL-SCH Transport Block Size selection / DCI format 0

    var EUTRA_PTC        v_EUTRA      := null;

    var IMS_PTC          v_IMS1       := null;

    var IMS_PTC          v_IMS2       := null;

    timer t_GuardTimer := int2float(900);
    v_EUTRA := EUTRA_PTC.create alive;

    f_MTC_ConnectPTCs_LTE(system, v_EUTRA, v_IMS1, v_IMS2);

    v_EUTRA.start(f_TC_7_1_7_2_1_EUTRA());

    t_GuardTimer.start;

    f_MTC_MainLoop_LTE(t_GuardTimer);

  }
