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Change 1 

	Function name
	f_TC_9_2_3_1_9_EUTRA()

	Reason for change
	EMM test case 9.2.3.1.9 using CSG does not request USIM insertion with service n86 as do other CSG test cases.

	Summary of change
	USIM insertion with service n86  was added to EMM test case 9.2.3.1.9.




	TTCN module
	NAS_TrackingArea_EOnly

	MCC160 Comment
	Accepted


Before change
	     function f_TC_9_2_3_1_9_EUTRA() runs on EUTRA_PTC

  { /*  Network initiated detach procedure / re-attach required */

    // @sic R5s12109 sic@

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B; // @sic R5-121742 sic@

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c2); // @sic R5-121742 sic@

    // create cells

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB); // @sic R5-121742 sic@

    f_EUTRA_CellConfig_Def(eutra_CellD);

    f_UT_ConfigureEPSAttach (UT);

    // Allowed CSG list shall not contain CSG ID 2

    f_EUTRA_EmptyACSGL(eutra_CellB, {v_CSG_Identity_CellB}, EPS_Only); //@sic R5-155799 sic@

    // modify system information for the CSG cell

    //Set system information combination 7 in cell B

    f_EUTRA_ChangeSysinfoCombination (eutra_CellB, c7);  // @sic R5-121733 sic@   @sic R5-121742 sic@

    //Set system information 1 cell B
….


After change
	  function f_TC_9_2_3_1_9_EUTRA() runs on EUTRA_PTC

  { /*  Network initiated detach procedure / re-attach required */

    // @sic R5s12109 sic@

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B; // @sic R5-121742 sic@

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c2); // @sic R5-121742 sic@

    // create cells

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB); // @sic R5-121742 sic@

    f_EUTRA_CellConfig_Def(eutra_CellD);
    f_UT_USIM_Insert(UT, "USIM with service n86 available");
    f_UT_ConfigureEPSAttach (UT);

    // Allowed CSG list shall not contain CSG ID 2

    f_EUTRA_EmptyACSGL(eutra_CellB, {v_CSG_Identity_CellB}, EPS_Only); //@sic R5-155799 sic@

    // modify system information for the CSG cell

    //Set system information combination 7 in cell B

    f_EUTRA_ChangeSysinfoCombination (eutra_CellB, c7);  // @sic R5-121733 sic@   @sic R5-121742 sic@

    //Set system information 1 cell B
…


Change 2 

	Function name
	f_TC_11_2_3_EUTRA()

	Reason for change
	IMS Emergency call test case 11.2.3 using CSG does not request USIM insertion with service n86 as do other CSG test cases.

	Summary of change
	USIM insertion with service n86  was added to IMS Emergency call test case 11.2.3.




	TTCN module
	IMS_EmergencyCall

	MCC160 Comment
	Accepted


Before change
	     function f_TC_11_2_3_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach /

     * Security mode control procedure without prior authentication/ PDN connect / Service request

     * PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information */

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c7, -, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5-131470 sic@

                                                                                         @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    //Set SIB1 for cell A  and Cell B according to 36.523-1 table 11.2.3.3.3-2

    f_EUTRA_CellInfo_SetSysInfo_Csg_Ind(eutra_CellB, true);

    f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_CellB, v_CSG_Identity_CellB);

    //Set SIB4 for cell A  and Cell B according to 36.523-1 table 11.2.3.3.3-3

    f_EUTRA_CellInfo_SetSIB4 (eutra_CellA, cs_SIB4_Csg_PhysCellIdRange_StartOnly (2));

    f_EUTRA_CellInfo_SetSIB4 (eutra_CellA, cs_SIB4_Csg_PhysCellIdRange_StartOnly (2));

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);    /* @sic R5s130681: DISCARD_UM_DATA; R5s140160: USE_BIG_GRANTS sic@ @sic R5s130917 sic@

                                               @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@

                                               @sic R5-153746: DISCARD_UM_DATA -> HANDLE_UM_DATA sic@

                                               @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_CellConfig_Def(eutra_CellB);
    // Allowed CSG lst shall not contain CSG ID 2 in USIM if CSG is supported

    // pc_Allowed_CSG_list, meaning Support of Allowed CSG list

    // For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

    // UE without CSG support need not provide Support of Allowed CSG list

    if (pc_Allowed_CSG_list ) { // @sic R5s150627 sic@

        f_EUTRA_EmptyACSGL(eutra_CellB, {v_CSG_Identity_CellB});    //@sic R5-155904 sic@

    }

    //Preamble: UE is in state Idle mode (state 2)

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);
…


After change
	  function f_TC_11_2_3_EUTRA() runs on EUTRA_PTC

  { /* Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach /

     * Security mode control procedure without prior authentication/ PDN connect / Service request

     * PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information */

    var CSG_Identity v_CSG_Identity_CellB := '000000000000000000000000010'B;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c7, -, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5-131470 sic@

                                                                                         @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    //Set SIB1 for cell A  and Cell B according to 36.523-1 table 11.2.3.3.3-2

    f_EUTRA_CellInfo_SetSysInfo_Csg_Ind(eutra_CellB, true);

    f_EUTRA_CellInfo_SetSysInfo_Csg_Id(eutra_CellB, v_CSG_Identity_CellB);

    //Set SIB4 for cell A  and Cell B according to 36.523-1 table 11.2.3.3.3-3

    f_EUTRA_CellInfo_SetSIB4 (eutra_CellA, cs_SIB4_Csg_PhysCellIdRange_StartOnly (2));

    f_EUTRA_CellInfo_SetSIB4 (eutra_CellA, cs_SIB4_Csg_PhysCellIdRange_StartOnly (2));

    // Create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);    /* @sic R5s130681: DISCARD_UM_DATA; R5s140160: USE_BIG_GRANTS sic@ @sic R5s130917 sic@

                                               @sic R5s150338: f_EUTRA_CellConfig_DRB_Common replaced by f_EUTRA_CellConfig_Def sic@

                                               @sic R5-153746: DISCARD_UM_DATA -> HANDLE_UM_DATA sic@

                                               @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */

    f_EUTRA_CellConfig_Def(eutra_CellB);
    f_UT_USIM_Insert(UT, "USIM with service n86 available");
    // Allowed CSG lst shall not contain CSG ID 2 in USIM if CSG is supported

    // pc_Allowed_CSG_list, meaning Support of Allowed CSG list

    // For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

    // UE without CSG support need not provide Support of Allowed CSG list

    if (pc_Allowed_CSG_list ) { // @sic R5s150627 sic@

        f_EUTRA_EmptyACSGL(eutra_CellB, {v_CSG_Identity_CellB});    //@sic R5-155904 sic@

    }

    //Preamble: UE is in state Idle mode (state 2)

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE);
…


