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	Reason for change:
	In the implementation of three-way session creation in the 17wk51 TTCN delivery there is no trigger to start the second voice/video call  in step 5-17.
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Change 1 

	Function name
	function f_IMS_ThreeWaySession_Creation

	Reason for change
	In the implementation of three-way session creation in the 17wk51 TTCN delivery there is no trigger to start the second voice/video call  in step 5-17.



	Summary of change
	AT command trigger added to start second call after holding 1st call.

	TTCN module
	IMS_CC_TestcaseImplementation_15_Conferencing.ttcn

	MCC160 Comment
	


Before change
	function f_IMS_ThreeWaySession_Creation(IMS_TestProcedure_Type p_TestProcedure) runs on IMS_PTC

  {

    ……………….
    //--------------------------------------------

    // DIALOG 2

    //--------------------------------------------

    f_IMS_PTC_ImsInfo_ActivateDialog(secondDialog);

    // @siclog "Step 5 - 17" siclog@    Steps defined in Annex C.21 - MO call

        v_SessionInfo_Dialog2 := fl_IMS_ThreeWaySession_CreateSession(p_TestProcedure, v_CalleeUri_Dialog2, v_CalleeContactUri_Dialog2, v_RadioBearersEstablished);

    f_IMS_PreliminaryPass(__FILE__, __LINE__, "");

    // @siclog "Step 17A" siclog@

    f_UT_CallMPTY(MMI);  // There is no IPCAN signalling involved => f_IMS_CC_StartCall shall not be used

    // @siclog "Step 17B - 17E" siclog@

    f_IMS_MOCallHoldResume_AnnexC8(HOLD, v_SessionInfo_Dialog2.InviteRequestWithSdp.Invite, v_SessionInfo_Dialog2.MessageHeader_PrevResponse, v_SessionInfo_Dialog2.LatestSdpOffer, v_CalleeContactUri_Dialog2);

…………………….
}


After change
	function f_IMS_ThreeWaySession_Creation(IMS_TestProcedure_Type p_TestProcedure) runs on IMS_PTC

  {

    …………………………….
    //--------------------------------------------

    // DIALOG 2

    //--------------------------------------------

    f_IMS_PTC_ImsInfo_ActivateDialog(secondDialog);

    // @siclog "Step 5 - 17" siclog@    Steps defined in Annex C.21 - MO call
    select (p_TestProcedure) {

      case (IPCAN_MO_SpeechCall) {

        f_UT_RequestIMSCall(MMI, v_CalleeUri_Dialog2); 

      }

      case (IPCAN_MO_VideoCall) {

        f_UT_RequestIMSVideoCall(MMI, v_CalleeUri_Dialog2); 

      }

    }      

    v_SessionInfo_Dialog2 := fl_IMS_ThreeWaySession_CreateSession(p_TestProcedure, v_CalleeUri_Dialog2, v_CalleeContactUri_Dialog2, v_RadioBearersEstablished);

    f_IMS_PreliminaryPass(__FILE__, __LINE__, "");

    // @siclog "Step 17A" siclog@

    f_UT_CallMPTY(MMI);  // There is no IPCAN signalling involved => f_IMS_CC_StartCall shall not be used

    // @siclog "Step 17B - 17E" siclog@

    f_IMS_MOCallHoldResume_AnnexC8(HOLD, v_SessionInfo_Dialog2.InviteRequestWithSdp.Invite, v_SessionInfo_Dialog2.MessageHeader_PrevResponse, v_SessionInfo_Dialog2.LatestSdpOffer, v_CalleeContactUri_Dialog2);

    ………………..
}



