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	Reason for change:
	One change from agreed TTCN CR R5s170899 is missing from f_TC_8_6_4_11_IMS1() in week51 TTCN delivery. An additional trigger to EUTRA PTC is required after f_IMS_MOCallSetup_AnnexC21_Step2_A4()

	
	

	Summary of change:
	Add sending of trigger as originally proposed in R5s170899 change 2.

	
	

	Consequences if not approved:
	A conformant UE will fail the test case.
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	Other comments:
	


Change 1 

	Function name
	function f_TC_8_6_4_11_IMS1()

	Reason for change
	One change from agreed TTCN CR R5s170899 was missing from f_TC_8_6_4_11_IMS1() in week51 TTCN delivery. An additional trigger to EUTRA PTC is requires after f_IMS_MOCallSetup_AnnexC21_Step2_A4()

	Summary of change
	Add sending of trigger as originally proposed in R5s170899 change 2.

	TTCN module
	RRC_LoggedRLF_PRO_IMS.ttcn

	MCC160 Comment
	


Before change
	{

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    // Register

    f_IMS_PTC_Init();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_Registration();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    // MO Call Setup

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4(); //@sic R5s170899 sic@

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IPCAN_WaitForTrigger(IPCAN); //@sic R5s170899 sic@

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite); //@sic R5s170899 sic@

    // Wait for optional deregistration

    f_IMS_IpcanReleaseWithOptionalDeregistrationOtherIPCAN();

  }

  


After change
	{

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp;

    var MessageHeader v_MessageHeader_Response183;

    // Register

    f_IMS_PTC_Init();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_Registration();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    // MO Call Setup

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_UT_RequestIMSCall(MMI, px_IMS_CalleeUri);

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MOCallSetup_AnnexC21_Step2_A4(); //@sic R5s170899 sic@

    v_MessageHeader_Response183 := f_IMS_MOCallSetup_AnnexC21_Step3_4(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
    f_IMS_MOCallSetup_AnnexC21_Steps5_13(v_InviteRequestWithSdp, v_MessageHeader_Response183);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IPCAN_WaitForTrigger(IPCAN); //@sic R5s170899 sic@

    f_IMS_CallReleaseMO(v_InviteRequestWithSdp.Invite); //@sic R5s170899 sic@

    // Wait for optional deregistration

    f_IMS_IpcanReleaseWithOptionalDeregistrationOtherIPCAN();

  }



