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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D17wk51’.
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3. Corrections to PSM configuration related UT function call
Change 1 – Correction to function ‘f_TC_9_2_3_1_1a_EUTRA’
	Function name
	f_TC_9_2_3_1_1a_EUTRA ()

	Reason for change
	Subsequent to the changes introduced when implementing R5-176154 f_UT_ConfigurePSM becomes a special case of f_UT_ConfigurePSM_Value.

	Summary of change
	f_UT_ConfigurePSM was replaced by calls to f_UT_ConfigurePSM_Value and the code for f_UT_ConfigurePSM was removed.

	TTCN module
	NAS_Attach_EOnly_R12.ttcn

	MCC160 Comment
	


Before  change
…
function f_TC_9_2_3_1_1a_EUTRA() runs on EUTRA_PTC

  { /* Normal tracking area update / Accepted / PSM */

    //  create cell and send out system information

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigurePSM(UT, true); // @sic R5s170325, R5-176154 sic@

    f_UT_ConfigureEPSAttach(UT);

    //Preamble: UE is in state Registered, Idle Mode (state 2) on Cell A

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, EPS_Only);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_1a_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, EPS_Only); //@sic R5s160872 Change 3 sic@

  } 
…
After change
…
function f_TC_9_2_3_1_1a_EUTRA() runs on EUTRA_PTC

  { /* Normal tracking area update / Accepted / PSM */

    //  create cell and send out system information

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c1);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_UT_ConfigurePSM_Value(UT, omit, omit, omit, true); // @sic R5s170325, R5-176154 sic@

    f_UT_ConfigureEPSAttach(UT);

    //Preamble: UE is in state Registered, Idle Mode (state 2) on Cell A

    f_EUTRA_Preamble(eutra_CellA, STATE2_IDLEUPDATE, EPS_Only);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_1_1a_Body();

    // Postamble

    f_EUTRA_TestBody_Set(false);

    f_EUTRA_Postamble(eutra_CellA, E2_CONNECTED, EPS_Only); //@sic R5s160872 Change 3 sic@

  }  
..
NOTE:

Equivalent changes have to be done TC 9.2.3.1.1a step 8, TC 9.2.3.1.5b and TC 22.5.18

Functionality which can be removed:

· function f_UT_ConfigurePSM

· template (value) Ut_System_Cmd_Type cs_CONFIGURE_PSM

· fl_UT_HandleCmd

    case (CONFIGURE_PSM) {

        v_SystemCmd := cs_CONFIGURE_PSM(v_ParamListVal);     // @sic R5w170308 sic@

    }

