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	Reason for change:
	In the current TTCN implementation of the template cr_508_UeCapabilityInformation_NB, the TTCN expects the IE nonCriticalExtensions to be set as OMIT.

However, a Rel-14 compliant device may include this IE. 

	
	

	Summary of change:
	In the template cr_508_UeCapabilityInformation_NB,  instead of setting nonCriticalExtensions to OMIT, set it to *.
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	A conformant UE will fail the test case.
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2. Corrections required for NBIOT test cases
Change 1 cr_508_UeCapabilityInformation_NB
	Function name
	cr_508_UeCapabilityInformation_NB

	Reason for change
	In the current TTCN implementation of the template cr_508_UeCapabilityInformation_NB, the TTCN expects the IE nonCriticalExtensions to be set as OMIT.

However, a Rel-14 compliant device may include this IE.

	Summary of change
	In the template cr_508_UeCapabilityInformation_NB,  instead of setting nonCriticalExtensions to OMIT, set it to *.

	TTCN module
	NBIOT_RRC_Templates.ttcn

	MCC160 Comment
	


Before Change:

	template (present) UL_DCCH_Message_NB cr_508_UeCapabilityInformation_NB(EUTRA_ASN1_RRC_TransactionIdentifier_Type p_RRC_TI,
                                                                          template (present) UE_Capability_NB_r13 p_UE_Capability := cr_UE_Capability_NB,
                                                                          template (present) UE_RadioPagingInfo_NB_r13 p_UE_RadioPagingInfo := cr_UE_RadioPagingInfo_NB) :=
  { /* According to 36.508 Table 8.1.6.1-17 */
    /* @status    APPROVED (NBIOT) */
    message_ := {
      c1 := {
        ueCapabilityInformation_r13 := {
          rrc_TransactionIdentifier := p_RRC_TI,
          criticalExtensions := {
            ueCapabilityInformation_r13 := {
              ue_Capability_Container_r13 := p_UE_Capability,
              ue_RadioPagingInfo_r13 := p_UE_RadioPagingInfo,
              lateNonCriticalExtension := omit,
              nonCriticalExtension := omit
            }
          }
        }
      }
    }
  };


After Change:

	template (present) UL_DCCH_Message_NB cr_508_UeCapabilityInformation_NB(EUTRA_ASN1_RRC_TransactionIdentifier_Type p_RRC_TI,
                                                                          template (present) UE_Capability_NB_r13 p_UE_Capability := cr_UE_Capability_NB,
                                                                          template (present) UE_RadioPagingInfo_NB_r13 p_UE_RadioPagingInfo := cr_UE_RadioPagingInfo_NB) :=
  { /* According to 36.508 Table 8.1.6.1-17 */
    /* @status    APPROVED (NBIOT) */
    message_ := {
      c1 := {
        ueCapabilityInformation_r13 := {
          rrc_TransactionIdentifier := p_RRC_TI,
          criticalExtensions := {
            ueCapabilityInformation_r13 := {
              ue_Capability_Container_r13 := p_UE_Capability,
              ue_RadioPagingInfo_r13 := p_UE_RadioPagingInfo,
              lateNonCriticalExtension := omit,
              nonCriticalExtension := *            }
          }
        }
      }
    }
  };


