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	Reason for change:
	During the postamble phase of this test case while the function f_EUTRA_Postamble_EmptyCSG_AllowedList() is executing, it is possibile the UE may attempt to access EUTRA cell 1 (non-CSG cell) which is still at “suitable” power level, causing the test case to fail.


	
	

	Summary of change:
	Power down the non-CSG EUTRA cell (cell 1) before clearing the UE CSG list in postamble.

	
	

	Consequences if not approved:
	A conformant UE can fail this test case during the postamble phase.
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	Other comments:
	


Change 1
	Function name
	function f_TC_6_4_7_EUTRA ( ) runs on EUTRA_PTC

	Reason for change
	During the postamble phase of this test case while the function f_EUTRA_Postamble_EmptyCSG_AllowedList() is executing, it is possibile the UE may attempt to access EUTRA cell 1 (non-CSG cell) which is still at “suitable” power level, causing the test case to fail.


	Summary of change
	Power down the non-CSG EUTRA cell (cell 1) before clearing the UE CSG list in postamble.

	TTCN module
	Hybrid_CellsUG.ttcn

	MCC160 Comment
	


Before change
function f_TC_6_4_7_EUTRA ( ) runs on EUTRA_PTC

  { // Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell

    var GutiParameters_Type v_GutiParams;

    var NAS_PlmnId v_PLMN;

    var template (value) CellPowerList_Type v_CellPowerList_Preamble;

    var template (value) CellPowerList_Type v_CellPowerList_T0;

    var template (value) CellPowerList_Type v_CellPowerList_T0toT1;

    var template (value) CellPowerList_Type v_CellPowerList_T1toT2;
     …….

   //@siclog "Step 31" siclog@

    //Check that UE camps on Cell 2 with the generic test procedure TS 36.508 table 6.4.2.7A-2

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell2, false, false, omit);  // @sic R5s160400 sic@

    f_EUTRA_TestBody_Set(false);

    // Tell GERAN to cells down as test now finished

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);

    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell2, eutra_Cell2, {v_CSG_Identity_Cell2}, E1_IDLE); //@sic R5-155978, R5s160400 sic@

  }

}

	
	


After change
function f_TC_6_4_7_EUTRA ( ) runs on EUTRA_PTC

  { // Inter-RAT cell reselection / From GSM_Idle/GPRS Packet_Idle to E-UTRA RRC_IDLE member hybrid cell

    var GutiParameters_Type v_GutiParams;

    var NAS_PlmnId v_PLMN;

    var template (value) CellPowerList_Type v_CellPowerList_Preamble;

    var template (value) CellPowerList_Type v_CellPowerList_T0;

    var template (value) CellPowerList_Type v_CellPowerList_T0toT1;

    var template (value) CellPowerList_Type v_CellPowerList_T1toT2;
     …….

   //@siclog "Step 31" siclog@

    //Check that UE camps on Cell 2 with the generic test procedure TS 36.508 table 6.4.2.7A-2

    f_EUTRA_IdleMode_TAU_UponMobility_FromOtherRAT(eutra_Cell2, false, false, omit);  // @sic R5s160400 sic@

    f_EUTRA_TestBody_Set(false);

    // Tell GERAN to cells down as test now finished

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);
    f_EUTRA_SetCellPower ( eutra_Cell1, tsc_NonSuitableOffCellRS_EPRE); 
    f_EUTRA_Postamble_EmptyCSG_AllowedList (eutra_Cell2, eutra_Cell2, {v_CSG_Identity_Cell2}, E1_IDLE); //@sic R5-155978, R5s160400 sic@

  }

}

	
	


