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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2017-06_D18wk12’.
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3. Corrections to EUTRA PDCP TC 7.3.5.2 for CAT-M1
Change 1 – Correction to function 'f_EUTRA_7_3_5_2_TestBody’
	Function name
	f_EUTRA_7_3_5_2_TestBody

	Reason for change
	The uplink assignment on target cell during the handover procedure doesn’t consider the first PRB allocation based on the uplink system bandwidth.

	Summary of change
	The uplink assignment on target cell during the handover procedure is modified to consider the first PRB based on the uplink system bandwidth.

	TTCN module
	LTE\7_3\PDCP_Testcases.ttcn

	MCC160 Comment
	


Before  change
function f_EUTRA_7_3_5_2_TestBody(inout PDCP_SS_State_Type p_PDCP_Rec) runs on EUTRA_PTC
  { // @sic R5s100466 sic@
    var octetstring v_Data1 :=  f_GetN_OctetsFromPRBS(0,36);
    var octetstring v_Data2 :=  f_GetN_OctetsFromPRBS(36,36);
    var octetstring v_Data3 :=  f_GetN_OctetsFromPRBS(72,36);
    var octetstring v_Data4 :=  f_GetN_OctetsFromPRBS(108,36);
    var octetstring v_Data5 :=  f_GetN_OctetsFromPRBS(144,36); 

   ……

     //@siclog "Step 8" siclog@
    // The UE on Cell 2 transmits a  RRCConnectionReconfigurationComplete message.
    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 (eutra_Cell1,  

     // @sic R5s100430 change 2; R5s100524; R5s110033; R5s110121; R5s160720 sic@
                                                    eutra_Cell2,
                                                    { cs_DRB_ConfigAM_PDCP_Mode },
                                                    tsc_C_RNTI_Def3,
                                                    -, 
    cs_DciInfo_CcchDcchDtchUL_Explicit(2,2),
                                                    cs_UL_GrantConfig_Stop,
                                                    -,
                                                    n64); 

     // @sic R5s110168 change 5.1 sic@

   ……

}
After  change
function f_EUTRA_7_3_5_2_TestBody(inout PDCP_SS_State_Type p_PDCP_Rec) runs on EUTRA_PTC
  { // @sic R5s100466 sic@
    var octetstring v_Data1 :=  f_GetN_OctetsFromPRBS(0,36);
    var octetstring v_Data2 :=  f_GetN_OctetsFromPRBS(36,36);
    var octetstring v_Data3 :=  f_GetN_OctetsFromPRBS(72,36);
    var octetstring v_Data4 :=  f_GetN_OctetsFromPRBS(108,36);
    var octetstring v_Data5 :=  f_GetN_OctetsFromPRBS(144,36); 

   ……

     //@siclog "Step 8" siclog@
    // The UE on Cell 2 transmits a  RRCConnectionReconfigurationComplete message.
    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 (eutra_Cell1,  

     // @sic R5s100430 change 2; R5s100524; R5s110033; R5s110121; R5s160720 sic@
                                                    eutra_Cell2,
                                                    { cs_DRB_ConfigAM_PDCP_Mode },
                                                    tsc_C_RNTI_Def3,
                                                    -, 
    cs_DciInfo_CcchDcchDtchUL_Explicit(2,2,-,f_EUTRA_FirstRB_UL(eutra_Cell2)),
                                                    cs_UL_GrantConfig_Stop,
                                                    -,
                                                    n64); 

     // @sic R5s110168 change 5.1 sic@

   ……

}
