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Change 1 

	Function name
	f_TC_8_1_1_7_EUTRA

	Reason for change
	The postamble needs to be updated to E4_DEREGISTERED after the implementation of R5-182322.

	Summary of change
	Postamble changed to E4_DEREGISTERED.

	TTCN module
	\LTE_A_R10_R11\8_1\RRC_Paging_A.ttcn

	MCC160 Comment
	


Before change

  function f_TC_8_1_1_7_EUTRA() runs on EUTRA_PTC

  { /* RRC / RRC / Paging for connection in idle mode */

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    //(1)System information combination including SIB14 as defined in TS 36.508[18]

    f_EUTRA_Init(c21); // @sic R5-140959 sic@

    // Modified sib14 according Table Table 8.1.1.7.3-3: SystemInformationBlockType14

    f_EUTRA_CellInfo_SetSIB14(eutra_Cell1, cs_SystemInformationBlockType14_Def('0000000000'B)); // @sic R5-152077 sic@

    //Create and configure all cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Equip UE with a USIM containing default values except for those shown in TC8.1.1.7

    f_UT_USIM_Insert(UT, "36.523-1 Table 8.1.1.7.3-1. USIM must be configured for Access Class 0"); // @sic R5-140959 sic@

    //Bring UE to initial state

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

…

    //@siclog "Step 11" siclog@

    //SS initiates Detach procedure with the Detach Type IE "re-attach not required" and no EMM cause IE included, as defined in Table 8.1.1.7.3.3-1.

    SRB.send(cas_SRB2_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_DETACH_REQUEST_MT(cs_DetachType(tsc_DetachMT_NoReAttach), omit)))); // @sic R5-182322 sic@

    //@siclog "Step 12" siclog@

    //The UE transmits a DETACH ACCEPT message on Cell 1.

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_DETACH_ACCEPT))); // @sic R5-182322 sic@

     //@siclog "Step 13" siclog@

    //The SS releases the RRC connection.

     f_EUTRA_RRC_ConnectionRelease(eutra_Cell1); // @sic R5-182322 sic@

    f_EUTRA_TestBody_Set(false);

    //Switch/power off UE

    f_EUTRA_Postamble(eutra_Cell1, E1_IDLE); // @sic R5-182322 sic@

  }

}
After change

  function f_TC_8_1_1_7_EUTRA() runs on EUTRA_PTC

  { /* RRC / RRC / Paging for connection in idle mode */

    var NAS_MSG_Indication_Type v_NasInd;

    var RRC_TransactionIdentifier v_RRC_TI := tsc_RRC_TI_Def;

    //(1)System information combination including SIB14 as defined in TS 36.508[18]

    f_EUTRA_Init(c21); // @sic R5-140959 sic@

    // Modified sib14 according Table Table 8.1.1.7.3-3: SystemInformationBlockType14

    f_EUTRA_CellInfo_SetSIB14(eutra_Cell1, cs_SystemInformationBlockType14_Def('0000000000'B)); // @sic R5-152077 sic@

    //Create and configure all cells

    f_EUTRA_CellConfig_Def(eutra_Cell1);

    //Equip UE with a USIM containing default values except for those shown in TC8.1.1.7

    f_UT_USIM_Insert(UT, "36.523-1 Table 8.1.1.7.3-1. USIM must be configured for Access Class 0"); // @sic R5-140959 sic@

    //Bring UE to initial state

    f_EUTRA_Preamble(eutra_Cell1, STATE2_IDLEUPDATE);

    f_EUTRA_TestBody_Set(true);

    …

    //@siclog "Step 11" siclog@

    //SS initiates Detach procedure with the Detach Type IE "re-attach not required" and no EMM cause IE included, as defined in Table 8.1.1.7.3.3-1.

    SRB.send(cas_SRB2_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_508_DETACH_REQUEST_MT(cs_DetachType(tsc_DetachMT_NoReAttach), omit)))); // @sic R5-182322 sic@

    //@siclog "Step 12" siclog@

    //The UE transmits a DETACH ACCEPT message on Cell 1.

    SRB.receive(car_SRB2_NasPdu_IND(eutra_Cell1,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_DETACH_ACCEPT))); // @sic R5-182322 sic@

     //@siclog "Step 13" siclog@

    //The SS releases the RRC connection.

     f_EUTRA_RRC_ConnectionRelease(eutra_Cell1); // @sic R5-182322 sic@

    f_EUTRA_TestBody_Set(false);

    //Switch/power off UE

    f_EUTRA_Postamble(eutra_Cell1, E4_DEREGISTERED); // @sic R5-182322 sic@ 

  }

}
