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	Reason for change:
	In the current TTCN implementation, at Step 81 the UE is switched off, and hence the function f_NBIOT_SS_SRBs_DRBs_Reset is called to reconfigure the local end. 

Since this is done immediately, at times it may happen that the RLC Ack that the SS would transmit for the received Detach REQ is not received by the UE. In this case, as per 24.301 cl  5.5.2.2.1

Quote

If the UE to be switched off is not operating in NB-S1 mode and not operating in WB-S1 mode in any enhanced coverage CE mode, the UE shall try for a period of 5 seconds to send the DETACH REQUEST message. If the UE to be switched off:-

-
is operating in NB-S1 mode, then the UE should try for at least a period of 85 seconds to send the DETACH REQUEST; or

Unquote

The UE will try for 85 seconds to retransmit the Detach REQ. This will fail the testcase, which now expects the UE to be Switched ON (Step 83b1) and perform an ATTACH on Ncell 50.

This will happen more regularly in case the testcase is being run in automation.

This needs to be addressed.

	
	

	Summary of change:
	After the Step 81 when the UE has transmitted the Detach REQ, called function f_NBIOT_SS_SRBs_DRBs_Reset with a delay of 500ms so that the RLC Ack for Detach is transmitted.

	
	

	Consequences if not approved:
	A conformant UE will fail the testcase
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1 Corrections required

1.1 fl_TC_22_5_6_Body()
	Template name
	fl_TC_22_5_6_Body

	Reason for change
	In the current TTCN implementation, at Step 81 the UE is switched off, and hence the function f_NBIOT_SS_SRBs_DRBs_Reset is called to reconfigure the local end. 

Since this is done immediately, at times it may happen that the RLC Ack that the SS would transmit for the received Detach REQ is not received by the UE. 
In such a situation, as per 24.301 cl  5.5.2.2.1

Quote

If the UE to be switched off is not operating in NB-S1 mode and not operating in WB-S1 mode in any enhanced coverage CE mode, the UE shall try for a period of 5 seconds to send the DETACH REQUEST message. If the UE to be switched off:-

-
is operating in NB-S1 mode, then the UE should try for at least a period of 85 seconds to send the DETACH REQUEST; or

Unquote

The UE will try for 85 seconds to retransmit the Detach REQ. This will fail the testcase, which now expects the UE to be Switched ON (Step 83b1) and perform an ATTACH on Ncell 50.

This will happen more regularly in case the testcase is being run in automation.

This needs to be addressed.

	Summary of change
	Set the ciphering algorithm to the PIXIT px_NAS_CipheringAlgorithm before Step 19.

	TTCN module
	NBIOT_NAS_Authentication_Security.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
//@siclog "Step 80b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOffUE(UT, true);
      //@siclog "Step 81" siclog@
      f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED);
      f_NBIOT_SS_SRBs_DRBs_Reset (nbiot_Cell50, CONTROL_PLANE); // @sic R5s180057 sic@
      //Step 82 not required here since the UE is switched Off and wont respond to Paging anyway !!
      //@siclog "Step 83b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOnUE(UT, true);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
//@siclog "Step 80b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOffUE(UT, true);
      //@siclog "Step 81" siclog@
      f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED);
      f_NBIOT_SS_SRBs_DRBs_Reset (nbiot_Cell50, CONTROL_PLANE, delay500ms /*WA#22_5_6*/); // @sic R5s180057 sic@
      //Step 82 not required here since the UE is switched Off and wont respond to Paging anyway !!
      //@siclog "Step 83b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOnUE(UT, true);
<<SKIPPED CODE>>


