Page 1



3GPP TSG-RAN5 Meeting #2018
R5s180566
Online, 15th Dec 2017,  - 31st Dec 2018
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	4297
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to test case 9.2.2.1.9 for CAT-M UEs

	
	

	Source to WG:
	ROHDE & SCHWARZ

	Source to TSG:
	R5

	
	

	Work item code:
	TEI13_Test, LTE_MTCe2_L1-UEConTest
	
	Date:
	2018-10-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	At Step 4a the  RRCConnectionReconfiguration message should include the IE systemInformationBlockType1Dedicated-r11. This IE should contain the SystemInformationBlockType1_BR_r13 type information, so that a CAT-M UE can ensure that it has the relavent SIB1-BR IEs ( for e.g bandwidthReducedAccessRelatedInfo-r13).
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	Added variable v_SystemInformationBlockType1_BR and assigned this based on the function f_EUTRA_CellInfo_GetSIB1_BR.
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	Other comments:
	


Change 1 

	Function name
	f_TC_8_3_1_11_EUTRA()

	Reason for change
	At Step 4a the  RRCConnectionReconfiguration message should include the IE systemInformationBlockType1Dedicated-r11. This IE should contain the SystemInformationBlockType1_BR_r13 type information, so that a CAT-M UE can ensure that it has the relavent SIB1-BR IEs ( for e.g bandwidthReducedAccessRelatedInfo-r13). 

	Summary of change
	Added variable v_SystemInformationBlockType1_BR and assigned this based on the function f_EUTRA_CellInfo_GetSIB1_BR.
v_SystemInfomationBlockType1Dedicated_r11 is updated with v_SystemInformationBlockType1_BR


	TTCN module
	RRC_Measurement.ttcn

	MCC160 Comment
	


Before change
function fl_TC_9_2_2_1_9_Body() runs on EUTRA_PTC

  { // @sic R5s100883 sic@

    …
    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    //  Cause UE to initiate detach from the EPS services.

    //SS now creates a handover situation to direct the UE to cellB

    //@siclog "Step 4A - 4B" siclog@

    if(pc_CEmodeA or pc_CEmodeB) { //@sic R5s180456 sic@

      v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_CellB);

      if (v_SysinfoType == sysinfoAndBR) {

        v_SystemInformationBlockType1 := f_EUTRA_CellInfo_GetSIB1(eutra_CellB);

        v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1)));

        v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));

      }

    }

    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 ( eutra_CellA, eutra_CellB, -, -, -, -, -, -, -, -, -, v_RRCConnectionReconfiguration_v890_IEs); // @sic R5s151040, R5s180456 sic@

    //  Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?

    //@siclog "Step 5" siclog@
After Change 
function fl_TC_9_2_2_1_9_Body() runs on EUTRA_PTC

  { // @sic R5s100883 sic@

    …
    //var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1;

    var template (value) SystemInformationBlockType1_BR_r13 v_SystemInformationBlockType1_BR
    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit;

    //  Cause UE to initiate detach from the EPS services.

    …
    //SS now creates a handover situation to direct the UE to cellB

    //@siclog "Step 4A - 4B" siclog@

    if(pc_CEmodeA or pc_CEmodeB) { //@sic R5s180456 sic@

      v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_CellB);

      if (v_SysinfoType == sysinfoAndBR) {

        v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_CellB);

        v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));

        v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));

      }

    }

    f_EUTRA_508RRC_IntraLTE_HO_InterCell_Steps1_12 ( eutra_CellA, eutra_CellB, -, -, -, -, -, -, -, -, -, v_RRCConnectionReconfiguration_v890_IEs); // @sic R5s151040, R5s180456 sic@

    //  Check: Does the UE transmit a TRACKING AREA UPDATE REQUEST message?

    //@siclog "Step 5" siclog@
Change 2
	Function name
	f_EUTRA_CellInfo_GetSIB1_BR

	Reason for change
	New function is required to get systemInformationBlockType1_BR_r13

	Summary of change
	Added f_EUTRA_CellInfo_GetSIB1_BR

	TTCN module
	RRC_Measurement.ttcn

	MCC160 Comment
	


Before change
// ============   GET SIB1-BR ==============

  /*

   * @desc      return the SystemInformationBlockType1-BR stored in EUTRA_CellInfo

   * @param     p_CellId

   * @return    template (value) SystemInformationBlockType1-BR-r13

   * @status    

   */

  function f_EUTRA_CellInfo_GetSIB1_BR(EUTRA_CellId_Type p_CellId) runs on EUTRA_PTC return template (value) SystemInformationBlockType1

  {

    var EUTRA_CellInfo_Type v_CellInfo := f_EUTRA_CellInfo_Get(p_CellId);

    return v_CellInfo.Sysinfo.BCCH_BR_Info.SIB1.message_.c1.systemInformationBlockType1_BR_r13;

  }

