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Change 1 f_EUTRA_7_3_5_5_TestBody
	Function name
	f_EUTRA_7_3_5_5_TestBody

	Reason for change
	The test execution fails when tested in 10Mhz bandwidth, as the first RB index  provided in cs_DciInfo_CcchDcchDtchUL_Explicit is set to 0. This value is incorrect for 10MHz (see 36.211 sec 5.2.4 )

	Summary of change
	Added f_EUTRA_FirstRB_UL(eutra_Cell1) as a parameter to calculate the Frist RB index based on the bandwidth under test in cs_DciInfo_CcchDcchDtchUL_Explicit (v_DciUlInfo_TargetCell)
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	MCC160 Comment
	


Before change
function f_EUTRA_7_3_5_5_TestBody(inout PDCP_SS_State_Type p_PDCP_Rec) runs on EUTRA_PTC

  { // @sic R5s100466 sic@

    var octetstring v_Data1 := f_GetN_OctetsFromPRBS(0,36);

    var octetstring v_Data2 := f_GetN_OctetsFromPRBS(36,36);

    var octetstring v_Data3 := f_GetN_OctetsFromPRBS(72,36);

      <<SKIPPED CODE>>
    //@siclog "Step 7A" siclog@

    // The SS changes Cell 2 parameters according to the row "T1" in table 7.3.5.5.3.2.0-1.

    f_EUTRA_SetCellPower(eutra_Cell2 , -79);

    //@siclog "Step 7B" siclog@

    // Configure SS to allocate UL grant to the UE in Cell 2

    v_DciUlInfo_TargetCell := cs_DciInfo_CcchDcchDtchUL_Explicit(2, 2); /* Nprb = 2, Itbs = 2

                                                                           @sic R5s100524: UL grant confiuration done in f_EUTRA_508RRC_IntraLTE_HO_InterCell sic@ */

    //@siclog "Step 8" siclog@
After Change 
function f_EUTRA_7_3_5_5_TestBody(inout PDCP_SS_State_Type p_PDCP_Rec) runs on EUTRA_PTC

  { // @sic R5s100466 sic@

    var octetstring v_Data1 := f_GetN_OctetsFromPRBS(0,36);

    var octetstring v_Data2 := f_GetN_OctetsFromPRBS(36,36);

    var octetstring v_Data3 := f_GetN_OctetsFromPRBS(72,36);


<<SKIPPED CODE>>
    //@siclog "Step 7A" siclog@

    // The SS changes Cell 2 parameters according to the row "T1" in table 7.3.5.5.3.2.0-1.

    f_EUTRA_SetCellPower(eutra_Cell2 , -79);

    //@siclog "Step 7B" siclog@

    // Configure SS to allocate UL grant to the UE in Cell 2

    v_DciUlInfo_TargetCell := cs_DciInfo_CcchDcchDtchUL_Explicit(2, 2,-,f_EUTRA_FirstRB_UL(eutra_Cell1)); /* Added f_EUTRA_FirstRB_UL to calculate RB index for 10MHz bandwidth Nprb = 2, Itbs = 2 

                                                                           @sic R5s100524: UL grant confiuration done in f_EUTRA_508RRC_IntraLTE_HO_InterCell sic@ */

    //@siclog "Step 8" siclog@
