Page 1



3GPP TSG-RAN5 Meeting #2018

 DOCPROPERTY  MtgTitle  \* MERGEFORMAT -TTCN email
R5s180648
Online,  DOCPROPERTY  Country  \* MERGEFORMAT , 15th Dec 2017 - 31st Dec 2018
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	36.523-3
	CR
	4340
	rev
	-
	Current version:
	15.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to  f_EUTRA_InitialRegistrationPdnIndex and f_EUTRA_InitialRegistrationEpsBearerId

	
	

	Source to WG:
	Anritsu Ltd.

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2018-12-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The TTCN CR R5s180447 fixed testcases where imsVoPS is false, but has the opposite effect on the TC’s where imsVoPS = true.The default configuration in TTCN is that imsVoPS = true, therefore also functions like f_EUTRA_InitialRegistrationPdnIndex and f_EUTRA_InitialRegistrationEpsBearerId should also taken into account. Otherwise wrong PdnIndex can be selected. Default value for input parameter p_NtwkFeatSupport should be taken from function f_GetNetworkFeatureSupport.


	
	

	Summary of change:
	For the functions f_EUTRA_InitialRegistrationPdnIndex and f_EUTRA_InitialRegistrationEpsBearerId change the default value for p_NtwkFeatSupport  from omit to f_GetNetworkFeatureSupport 

	
	

	Consequences if not approved:
	A conformant UE can fail testcases where imsVoPS = true.
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	Other comments:
	


Change 1
	Template name
	f_EUTRA_InitialRegistrationPdnIndex

	Reason for change
	The TTCN CR R5s180447 fixed testcases where imsVoPS is false, but has the opposite effect on the TC’s where imsVoPS = true.The default configuration in TTCN is that imsVoPS = true, therefore also functions like f_EUTRA_InitialRegistrationPdnIndex and f_EUTRA_InitialRegistrationEpsBearerId should also taken into account. Otherwise wrong PdnIndex can be selected. Default value for input parameter p_NtwkFeatSupport should be taken from function f_GetNetworkFeatureSupport.

	Summary of change
	Change the default value for p_NtwkFeatSupport  from omit to f_GetNetworkFeatureSupport

	TTCN module
	EUTRA_InitialRegistration.ttcn

	MCC160 Comment
	


Before Change:
	function f_EUTRA_InitialRegistrationPdnIndex(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN,

                                               template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := omit) return PDN_Index_Type

  {

    var PDN_Index_Type v_PdnIndex;

    var boolean v_IMSVoPS_Supported := true;

    var boolean v_ImsVoPS0_NoImsPDN;

    v_IMSVoPS_Supported := f_EPS_NetworkFeatureSupport_CheckFeature (p_NtwkFeatSupport, imsVoPS); // @sic R5-183247, R5s180477 sic@

    if (p_InitialRegistrationPDN == emergencyPDN) { /* @sic R5s150510 sic@ */

      v_PdnIndex := PDN_2; // @sic R5s151011 sic@

    }

    else if (f_GetTestcaseAttrib_Eutra_DualIMSRegistration(testcasename())) { // @sic R5-176254 sic@

       if(p_InitialRegistrationPDN == firstPDN){

          v_PdnIndex := PDN_1;

       }else{

          v_PdnIndex := PDN_2;

       }

    }

    else if (f_GetTestcaseAttrib_ENDC(testcasename())){ // @sic R5-185166 sic@

      if (p_InitialRegistrationPDN == firstPDN and tsc_EUTRA_Registration_PDN1isIMS) {

        v_PdnIndex := PDN_1;

      } else {

        v_PdnIndex := PDN_Internet;

      }

    }

    else {

      v_ImsVoPS0_NoImsPDN := not v_IMSVoPS_Supported and pc_UE_NoRegIMS_IMSVoPS_0; // @sic R5-183247: the UE does not request 2nd PDN for IMS when the network does not support imsVoPS sic@

      if (not tsc_EUTRA_Registration_MultiplePDN or

          ((p_InitialRegistrationPDN == firstPDN) and (tsc_EUTRA_Registration_PDN1isIMS or (tsc_EUTRA_Registration_PDN2isIMS and v_ImsVoPS0_NoImsPDN))) or    // @sic R5-183247: v_ImsVoPS0_NoImsPDN sic@

          ((p_InitialRegistrationPDN == secondPDN) and tsc_EUTRA_Registration_PDN2isIMS)) {

        v_PdnIndex := PDN_1;

      } else {

        v_PdnIndex := PDN_Internet;

      }

    }

    return v_PdnIndex;

  }


After Change:

	function f_EUTRA_InitialRegistrationPdnIndex(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN,

                                               template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport()) return PDN_Index_Type         
 {

    var PDN_Index_Type v_PdnIndex;

    var boolean v_IMSVoPS_Supported := true;

    var boolean v_ImsVoPS0_NoImsPDN;

    v_IMSVoPS_Supported := f_EPS_NetworkFeatureSupport_CheckFeature (p_NtwkFeatSupport, imsVoPS); // @sic R5-183247, R5s180477 sic@

    if (p_InitialRegistrationPDN == emergencyPDN) { /* @sic R5s150510 sic@ */

      v_PdnIndex := PDN_2; // @sic R5s151011 sic@

    }

    else if (f_GetTestcaseAttrib_Eutra_DualIMSRegistration(testcasename())) { // @sic R5-176254 sic@

       if(p_InitialRegistrationPDN == firstPDN){

          v_PdnIndex := PDN_1;

       }else{

          v_PdnIndex := PDN_2;

       }

    }

    else if (f_GetTestcaseAttrib_ENDC(testcasename())){ // @sic R5-185166 sic@

      if (p_InitialRegistrationPDN == firstPDN and tsc_EUTRA_Registration_PDN1isIMS) {

        v_PdnIndex := PDN_1;

      } else {

        v_PdnIndex := PDN_Internet;

      }

    }

    else {

      v_ImsVoPS0_NoImsPDN := not v_IMSVoPS_Supported and pc_UE_NoRegIMS_IMSVoPS_0; // @sic R5-183247: the UE does not request 2nd PDN for IMS when the network does not support imsVoPS sic@

      if (not tsc_EUTRA_Registration_MultiplePDN or

          ((p_InitialRegistrationPDN == firstPDN) and (tsc_EUTRA_Registration_PDN1isIMS or (tsc_EUTRA_Registration_PDN2isIMS and v_ImsVoPS0_NoImsPDN))) or    // @sic R5-183247: v_ImsVoPS0_NoImsPDN sic@

          ((p_InitialRegistrationPDN == secondPDN) and tsc_EUTRA_Registration_PDN2isIMS)) {

        v_PdnIndex := PDN_1;

      } else {

        v_PdnIndex := PDN_Internet;

      }

    }

    return v_PdnIndex;

  }


Change 2
	Template name
	f_EUTRA_InitialRegistrationEpsBearerId

	Reason for change
	The TTCN CR R5s180447 fixed testcases where imsVoPS is false, but has the opposite effect on the TC’s where imsVoPS = true.The default configuration in TTCN is that imsVoPS = true, therefore also functions like f_EUTRA_InitialRegistrationPdnIndex and f_EUTRA_InitialRegistrationEpsBearerId should also taken into account. Otherwise wrong PdnIndex can be selected. Default value for input parameter p_NtwkFeatSupport should be taken from function f_GetNetworkFeatureSupport.

	Summary of change
	Change the default value for p_NtwkFeatSupport  from omit to f_GetNetworkFeatureSupport

	TTCN module
	Common_4G5G_Templates.ttcn

	MCC160 Comment
	EUTRA_InitialRegistration.ttcn


Before Change:

	function f_EUTRA_InitialRegistrationEpsBearerId(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN,

                                                  template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := omit) return EPS_BearerIdentity

  {

    var EPS_BearerIdentity v_EpsBearerId;

    var PDN_Index_Type v_PDN_Index := f_EUTRA_InitialRegistrationPdnIndex(p_InitialRegistrationPDN, p_NtwkFeatSupport); // @sic R5s151011, R5-183247 sic@

    select (v_PDN_Index) {

      case (PDN_1) {v_EpsBearerId := tsc_EpsDefaultBearerId;}

      case (PDN_2) {v_EpsBearerId := tsc_EpsDefaultBearerId2;}

      case else {v_EpsBearerId := tsc_EpsDefaultBearerId2ndPDN;}

    }

    return v_EpsBearerId;

  }


After Change:

	function f_EUTRA_InitialRegistrationEpsBearerId(EUTRA_InitialRegistrationPDN_Type p_InitialRegistrationPDN,

                                                  template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport()) return EPS_BearerIdentity           
 {

    var EPS_BearerIdentity v_EpsBearerId;

    var PDN_Index_Type v_PDN_Index := f_EUTRA_InitialRegistrationPdnIndex(p_InitialRegistrationPDN, p_NtwkFeatSupport); // @sic R5s151011, R5-183247 sic@

    select (v_PDN_Index) {

      case (PDN_1) {v_EpsBearerId := tsc_EpsDefaultBearerId;}

      case (PDN_2) {v_EpsBearerId := tsc_EpsDefaultBearerId2;}

      case else {v_EpsBearerId := tsc_EpsDefaultBearerId2ndPDN;}

    }

    return v_EpsBearerId;

  }


