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	Reason for change:
	After SS sends RRCConnectionReconfiguration ( Step 14 ) which includes RACH and PUCCH information needed to perform Handover, there are additional functions to configure RACH procedures as well as PUCCH configuration.
Depending on UE, TAU procedure is completed and this additional procedures above are simply ignored but if UE is fast enough TAU request can be sent before is expected by the SS, failing the test case

	
	

	Summary of change:
	Removing RACH procedure and PUCCH configuration after step 14 as RACH and PUCCH information were already included in RRCConnectionReconfiguration message.

	
	

	Consequences if not approved:
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1. [bookmark: _Toc122434485][bookmark: _Toc535974870]Overview
This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D18wk49 related to the title of this CR.
Contact:	Hans Rohnert
	hans.rohnert@rohde-schwarz.com
1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc535974871]Corrections required
1. [bookmark: _Toc535898737][bookmark: _Toc535974872]f_TC_8_6_6_6_EUTRA
	Function name
	f_TC_8_6_6_6_EUTRA

	Reason for change
	[bookmark: OLE_LINK83][bookmark: OLE_LINK84]Conformant UEs can send TAU request before is expected by SS.

	Summary of change
	Remove redundant functions.

	TTCN module
	RRC_LoggedHOFailure.ttcn

	MCC160 Comment
	



[bookmark: OLE_LINK14]Before Change:
	f_EUTRA_SS_CommonCellConfig(eutra_Cell12, cas_ULGrantAllocation_Def_REQ(eutra_Cell12, cs_TimingInfo_Now, cs_UplinkTimeAlignment_Synch_None));
       
    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Mobility(eutra_Cell2, //@sic R5s141301 sic@
                                                 eutra_Cell12,
                                                 f_Generate_cs_MobilityControlInfo_HO(eutra_Cell12,
                                                                                      cs_CarrierFreqEUTRA_v9e0(v_CarrierFreq_Cell12.dl_CarrierFreq_r9, omit))); //@sic R5s141301, R5s160951 sic@
    //@siclog "Step 14" siclog@
    SRB.receive (car_SRB1_RrcPdu_IND (eutra_Cell12, cr_RRCConnectionReconfigurationComplete_r10 (tsc_RRC_TI_Def,true_)));
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.6.6.6 Step 14");

	
    f_EUTRA_SS_ConfigRachProcedure(eutra_Cell12,
                                   tsc_C_RNTI_Def2,
cs_RachProcedureConfig_Def(omit,                                                                  f_EUTRA_CellInfo_GetRAR_TA(eutra_Cell12),                                 f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell12))); //@sic R5s170406 sic@

    //Start periodic sending of TA command in target cell
    f_EUTRA_SS_CommonCellConfig(eutra_Cell12, cas_PUCCH_Synch_Config_REQ(eutra_Cell12, cs_TimingInfo_Now, cs_UplinkTimeAlignment_Synch_Auto_Def));
    
    //Inform the SS about completion of the HO (e.g. to trigger PDCP STATUS PDU)
    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell12, cas_PdcpHandoverComplete_REQ(eutra_Cell12));
    
    //@sic R5s150875 sic@ Not needed here: Reset SRBs and DRBs of source cell 2
    
    //@siclog "Step 14A - 14C" siclog@
    //14A   The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 12.
    //14B   SS responds with a TRACKING AREA UPDATE ACCEPT message.
    //14C   The UE transmits a TRACKING AREA UPDATE COMPLETE message.
    f_EUTRA_ConnectedMode_TAU(eutra_Cell12); //@sic R5-145553 sic@
 



After Change:
	 f_EUTRA_SS_CommonCellConfig(eutra_Cell12, cas_ULGrantAllocation_Def_REQ(eutra_Cell12, cs_TimingInfo_Now, cs_UplinkTimeAlignment_Synch_None));
       
    f_EUTRA_RRC_ConnReconfigHO_IntraLTE_Mobility(eutra_Cell2, //@sic R5s141301 sic@
                                                 eutra_Cell12,
                                                 f_Generate_cs_MobilityControlInfo_HO(eutra_Cell12,
                                                                                      cs_CarrierFreqEUTRA_v9e0(v_CarrierFreq_Cell12.dl_CarrierFreq_r9, omit))); //@sic R5s141301, R5s160951 sic@
    //@siclog "Step 14" siclog@
    SRB.receive (car_SRB1_RrcPdu_IND (eutra_Cell12, cr_RRCConnectionReconfigurationComplete_r10 (tsc_RRC_TI_Def,true_)));
    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 8.6.6.6 Step 14");
    
    //Inform the SS about completion of the HO (e.g. to trigger PDCP STATUS PDU)
    f_EUTRA_SS_PdcpHandoverCtrl(eutra_Cell12, cas_PdcpHandoverComplete_REQ(eutra_Cell12));
    
    //@sic R5s150875 sic@ Not needed here: Reset SRBs and DRBs of source cell 2
    
    //@siclog "Step 14A - 14C" siclog@
    //14A   The UE transmits a TRACKING AREA UPDATE REQUEST message on Cell 12.
    //14B   SS responds with a TRACKING AREA UPDATE ACCEPT message.
    //14C   The UE transmits a TRACKING AREA UPDATE COMPLETE message.
    f_EUTRA_ConnectedMode_TAU(eutra_Cell12); //@sic R5-145553 sic@



