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	Reason for change:
	1) ReportID ‘3’ is configured without ‘1’ or ‘2’ being configured. Hence, ‘1’ needs to be configured as the test case contains only one ReportConfiguration.
2) MaxReferencePower should not be lower than the new power which is set by the test case. It needs to be increased to -75

	
	

	Summary of change:
	1) Reconfigure the constant tsc_IdReportConfig_B1_NR_diff to 1
2) Set -75 as MaxReferencePower
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Change 1
	Function name
	module RRCMeasurement_ENDC_EUTRA

	Reason for change
	ReportID ‘3’ is configured without ‘1’ or ‘2’ being configured. Hence, ‘1’ needs to be configured as the test case contains only one ReportConfiguration.

	Summary of change
	Reconfigure the constant tsc_IdReportConfig_B1_NR_diff to 1

	TTCN module
	RRCMeasurement_ENDC_EUTRA.ttcn

	MCC160 Comment
	


Before change

  const integer tsc_IdReportConfig_B1_NR_diff := 3;  /* @sic R5-190673 sic@

                                                        @status    APPROVED (ENDC) */
After change

  const integer tsc_IdReportConfig_B1_NR_diff := 1;  /* @sic R5-190673 sic@

                                                        @status    APPROVED (ENDC) */
Change 2
	Function name
	function f_TC_8_2_3_1_1_ENDC_NR()

	Reason for change
	MaxReferencePower should not be lower than the new power which is set by the test case. It needs to be increased to -75

	Summary of change
	Set -75 as MaxReferencePower

	TTCN module
	RRCMeasurement_ENDC_NR.ttcn

	MCC160 Comment
	


Before change

  function f_TC_8_2_3_1_1_ENDC_NR() runs on ENDC_NR_PTC

  {//Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / EN-DC

    f_ENDC_NR_Init();

    //Create and configure NR cell1

    f_NR_CellConfig_Def(nr_Cell1);

    // Get NR capabilities sent during EUTRA preamble

    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_Only);

    f_NR_TestBody_Set(true);

    fl_TC_8_2_3_1_1_ENDC_NR_TestBody ();

    f_NR_TestBody_Set(false);

    //Wait from coordination AFTER the connection is released in E-UTRA

    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");

    //Postamble

    f_NR_ReleaseAllCells();

  }
After change

  function f_TC_8_2_3_1_1_ENDC_NR() runs on ENDC_NR_PTC

  {//Measurement configuration control and reporting / Inter-RAT measurements / Event B1 / Measurement of NR cells / EN-DC

    var template (value) NR_CellInfo_Type v_CellInfo;
    f_ENDC_NR_Init();

    v_CellInfo := f_NR_CellInfo_Get(nr_Cell1);

    v_CellInfo.ReferencePower.MaxReferencePower := -75;

    v_CellInfo.ReferencePower.Attenuation.Off := true;

    f_NR_CellInfo_Set(nr_Cell1, v_CellInfo);
    //Create and configure NR cell1

    f_NR_CellConfig_Def(nr_Cell1);

    // Get NR capabilities sent during EUTRA preamble

    f_NR_ENDC_PreambleOnEUTRA(nr_Cell1, MCG_Only);

    f_NR_TestBody_Set(true);

    fl_TC_8_2_3_1_1_ENDC_NR_TestBody ();

    f_NR_TestBody_Set(false);

    //Wait from coordination AFTER the connection is released in E-UTRA

    f_EUTRA_NR_WaitForCoOrd_Trigger(EUTRA, "Postamble");

    //Postamble

    f_NR_ReleaseAllCells();

  }
