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Change 1
	Function name
	f_NR_SendRRCReconfigurationContentsToEUTRA

	Reason for change
	Since p_RadioBearerConfig can be omit, add a judgement before encoding this IE. Otherwise it will cause an error e.g. in test case 8.2.3.4.1 when it’s omit.

	Summary of change
	Add a judgement before encoding RadioBearerConfig

	TTCN module
	NR_CommonFunctions.ttcn

	MCC160 Comment
	


Before Change:

	function f_NR_SendRRCReconfigurationContentsToEUTRA(template (omit) RadioBearerConfig p_RadioBearerConfig,

                                                      template (omit) CellGroupConfig p_SCGConfig,

                                                      template (omit) MeasConfig p_MeasConfig := omit,

                                                      template (omit) RadioBearerConfig p_RadioBearerConfig2 := omit) runs on NR_BASE_PTC

  {

    var template (omit) octetstring v_EncodedSCG_Config := omit;

    var template (value) RRCReconfiguration v_Reconfiguration;

    var RRCReconfigurationComplete v_Complete;

    var octetstring v_EncodedRRCReconfig;

    var bitstring v_EncodedComplete;

    var octetstring v_EncodedRB_Config;

    var octetstring v_OctetData;

    var boolean v_SendReconfigurationMsg := false;

    var integer v_Result;

    v_EncodedRB_Config := bit2oct(encvalue(p_RadioBearerConfig));
    // RRC Reconfiguration only sent if either SCG Config or Meas Config included

    if (isvalue (p_SCGConfig) or isvalue (p_MeasConfig)) {

      v_SendReconfigurationMsg := true;

      if (isvalue (p_SCGConfig)) {

        v_EncodedSCG_Config := bit2oct(encvalue(p_SCGConfig));

      }

      v_Reconfiguration := cs_38508_RRCReconfigurationIE (tsc_NR_RRC_TI_Def, omit, v_EncodedSCG_Config, p_MeasConfig);

      v_EncodedRRCReconfig := bit2oct(encvalue(v_Reconfiguration));

      f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (v_EncodedRRCReconfig, "Reconfig"));

    }

    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (v_EncodedRB_Config, "RB"));
    if (isvalue (p_RadioBearerConfig2)) {

      v_EncodedRB_Config := bit2oct(encvalue(p_RadioBearerConfig2));

    }

    f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (v_EncodedRB_Config, "RB2"));

    if (v_SendReconfigurationMsg) { // If we sent the reconfiguration message, then we need to check the complete sent back

      v_OctetData := f_EUTRA_NR_WaitForCoOrd_Data(EUTRA, "Complete");

      v_EncodedComplete := oct2bit(v_OctetData);

      v_Result := decvalue(v_EncodedComplete, v_Complete);

      if (v_Result != 0 or not match (v_Complete, cr_38508_RRCReconfigurationCompleteIE)) {

        FatalError(__FILE__, __LINE__, "Decoding error");

      }

    }

  }


After Change:

	function f_NR_SendRRCReconfigurationContentsToEUTRA(template (omit) RadioBearerConfig p_RadioBearerConfig,

                                                      template (omit) CellGroupConfig p_SCGConfig,

                                                      template (omit) MeasConfig p_MeasConfig := omit,

                                                      template (omit) RadioBearerConfig p_RadioBearerConfig2 := omit) runs on NR_BASE_PTC

  {

    var template (omit) octetstring v_EncodedSCG_Config := omit;

    var template (value) RRCReconfiguration v_Reconfiguration;

    var RRCReconfigurationComplete v_Complete;

    var octetstring v_EncodedRRCReconfig;

    var bitstring v_EncodedComplete;

    var octetstring v_EncodedRB_Config;

    var octetstring v_OctetData;

    var boolean v_SendReconfigurationMsg := false;

    var integer v_Result;

    //Removed v_EncodedRB_Config := bit2oct(encvalue(p_RadioBearerConfig));
    // RRC Reconfiguration only sent if either SCG Config or Meas Config included

    if (isvalue (p_SCGConfig) or isvalue (p_MeasConfig)) {

      v_SendReconfigurationMsg := true;

      if (isvalue (p_SCGConfig)) {

        v_EncodedSCG_Config := bit2oct(encvalue(p_SCGConfig));

      }

      v_Reconfiguration := cs_38508_RRCReconfigurationIE (tsc_NR_RRC_TI_Def, omit, v_EncodedSCG_Config, p_MeasConfig);

      v_EncodedRRCReconfig := bit2oct(encvalue(v_Reconfiguration));

      f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (v_EncodedRRCReconfig, "Reconfig"));

    }



if(isvalue (p_RadioBearerConfig)) {


  v_EncodedRB_Config := bit2oct(encvalue(p_RadioBearerConfig));

      f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (v_EncodedRB_Config, "RB"));


}
    if (isvalue (p_RadioBearerConfig2)) {//R5s190062
      v_EncodedRB_Config := bit2oct(encvalue(p_RadioBearerConfig2));

      f_EUTRA_NR_SendCoOrd(EUTRA, cms_EUTRA_NR_OctetData (v_EncodedRB_Config, "RB2"));

    }

    if (v_SendReconfigurationMsg) { // If we sent the reconfiguration message, then we need to check the complete sent back

      v_OctetData := f_EUTRA_NR_WaitForCoOrd_Data(EUTRA, "Complete");

      v_EncodedComplete := oct2bit(v_OctetData);

      v_Result := decvalue(v_EncodedComplete, v_Complete);

      if (v_Result != 0 or not match (v_Complete, cr_38508_RRCReconfigurationCompleteIE)) {

        FatalError(__FILE__, __LINE__, "Decoding error");

      }

    }

  }


