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1 Corrections required

1.1 f_GetUeDrxConfig
	Function name
	f_GetUeDrxConfig

	Reason for change
	Align ttcn-3 code with test case prose.

	Summary of change
	Created a variable v_DRX_Configured, and updated it based on a new function f_GetTestcaseAttrib_DRX_Configured.

Based on this variable and whether pc_FeatrGrp_5_f is set to TRUE or pc_FeatrGrp_5_T is set to TRUE included the drx-config in function f_GetUeDrxConfig to be included in rrcConnectionReconfiguration message during Preamble.

Please see below.

	TTCN module
	Common/EUTRA/EUTRA_RRC_Templates.ttcn

	MCC160 Comment
	


Before Change:

	  //--------------------------------------------------------

  /*

   * @desc      Returns the DRX-Configuration to be used by UE according to 36.508 Table 4.8.2.1.5-1: MAC-MainConfig-RBC

   * @param     p_DrxConfigurationCondition

   * @return    template (omit) DRX_Config

   * @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS)

   */

  function f_GetUeDrxConfig(DrxConfigurationCondition_Type p_DrxConfigurationCondition) return template (omit) DRX_Config

  { /* @sic R5-104796 DRX support sic@ */

    var template (omit) DRX_Config v_Drx_Config;

    if ((pc_FeatrGrp_5_F or pc_FeatrGrp_5_T)) { // @sic R5-150557 For this PICS 36.523-2 specifies the value shall be the same for both FDD and TDD, so don't need to get FDD/TDD mode here sic@

      select (p_DrxConfigurationCondition) {

        case (DRX_L){

          //Configure DRX parameters with condition DRX_L

          v_Drx_Config := cs_508_DRX_Config_DrxL;

          /* DRX_L is the default condition in Idle Updated (No UM bearer(s) configured).

             Reference 36.508 Table 4.6.3-16: RadioResourceConfigDedicated-SRB2-DRB(n,m) */

        }

        case (DRX_S) {

          //Configure DRX parameters with condition DRX_S according to 36.508 Table 4.8.2.1.5-1: MAC-MainConfig-RBC

          if (pc_FDD_TypeB_HalfDuplex) {         // @sic R5s170937 sic@

            v_Drx_Config := cs_508_DRX_Config_DrxS(psf5);

          } else {

            v_Drx_Config := cs_508_DRX_Config_DrxS;

          }

        }

        case (DRX_S_LongOnDuration) {

          v_Drx_Config := cs_508_DRX_Config_DrxS(psf40);   /* DRX configuration according to 36.508 cl. 4.8.2.1.5 Table 4.8.2.1.5-1 (using condition DRX_S),

                                                              but with onDurationTimer set to 40 ms so that effectively no DRX happens */

        }

        case else {

          FatalError(__FILE__, __LINE__, "DRX Configuration condition not recognised");

        }

      }

    }

    else {

      //If UE does not support pc_FeatrGrp_5 ( Long DRX cycle ) DRX is not configured in the default configuration

      v_Drx_Config := omit;

    }

    return v_Drx_Config;

  };


After Change:

	  //--------------------------------------------------------

  /*

   * @desc      Returns the DRX-Configuration to be used by UE according to 36.508 Table 4.8.2.1.5-1: MAC-MainConfig-RBC

   * @param     p_DrxConfigurationCondition

   * @return    template (omit) DRX_Config

   * @status    APPROVED (IMS, IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_PRO, LTE_A_R10_R11, LTE_A_R12, LTE_IRAT, POS)

   */

  function f_GetUeDrxConfig(DrxConfigurationCondition_Type p_DrxConfigurationCondition) return template (omit) DRX_Config

  { /* @sic R5-104796 DRX support sic@ */

    var template (omit) DRX_Config v_Drx_Config;

    var boolean v_DRX_Configured := f_GetTestcaseAttrib_DRX_Configured(testcasename());
    if ((pc_FeatrGrp_5_F or pc_FeatrGrp_5_T) and v_DRX_Configured) { // @sic R5-150557 For this PICS 36.523-2 specifies the value shall be the same for both FDD and TDD, so don't need to get FDD/TDD mode here sic@

      select (p_DrxConfigurationCondition) {

        case (DRX_L){

          //Configure DRX parameters with condition DRX_L

          v_Drx_Config := cs_508_DRX_Config_DrxL;

          /* DRX_L is the default condition in Idle Updated (No UM bearer(s) configured).

             Reference 36.508 Table 4.6.3-16: RadioResourceConfigDedicated-SRB2-DRB(n,m) */

        }

        case (DRX_S) {

          //Configure DRX parameters with condition DRX_S according to 36.508 Table 4.8.2.1.5-1: MAC-MainConfig-RBC

          if (pc_FDD_TypeB_HalfDuplex) {         // @sic R5s170937 sic@

            v_Drx_Config := cs_508_DRX_Config_DrxS(psf5);

          } else {

            v_Drx_Config := cs_508_DRX_Config_DrxS;

          }

        }

        case (DRX_S_LongOnDuration) {

          v_Drx_Config := cs_508_DRX_Config_DrxS(psf40);   /* DRX configuration according to 36.508 cl. 4.8.2.1.5 Table 4.8.2.1.5-1 (using condition DRX_S),

                                                              but with onDurationTimer set to 40 ms so that effectively no DRX happens */

        }

        case else {

          FatalError(__FILE__, __LINE__, "DRX Configuration condition not recognised");

        }

      }

    }

    else {

      //If UE does not support pc_FeatrGrp_5 ( Long DRX cycle ) DRX is not configured in the default configuration or DRX should not be configured during the test case execution even it is supported
      v_Drx_Config := omit;

    }

    return v_Drx_Config;

  };


1.2 f_GetTestcaseAttrib_DRX_Configured
	Function name
	f_GetTestcaseAttrib_DRX_Configured

	Reason for change
	Please see Change 1.1 above.

	Summary of change
	Added a new function f_GetTestcaseAttrib_DRX_Configured to TestcaseProperties.ttcn present in ATS_LTE_A_R10_R11

	TTCN module
	ATS_LTE_A_R10_R11/common/TestcaseProperties.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
module TestcaseProperties {

  function f_GetTestcaseAttrib_3IntraFreq(charstring p_Testcase) return boolean
  {

    select (p_Testcase) {

      case ("TC_6_1_1_7a") { return true; }

      case ("TC_8_3_1_18_1") { return true; }

      case ("TC_8_3_1_18_2") { return true; }

      case ("TC_8_3_1_18_3") { return true; }

      case ("TC_8_6_2_3") { return true; }

    }

    return false;

  }

  function f_GetTestcaseAttrib_Eutra_Release(charstring p_Testcase) return charstring
  {

<<SKIPPED CODE>>



After Change:

	<<SKIPPED CODE>> 
module TestcaseProperties {

  function f_GetTestcaseAttrib_3IntraFreq(charstring p_Testcase) return boolean
  {

    select (p_Testcase) {

      case ("TC_6_1_1_7a") { return true; }

      case ("TC_8_3_1_18_1") { return true; }

      case ("TC_8_3_1_18_2") { return true; }

      case ("TC_8_3_1_18_3") { return true; }

      case ("TC_8_6_2_3") { return true; }

    }

    return false;

  }

  function f_GetTestcaseAttrib_DRX_Configured(charstring p_Testcase) return boolean
  {

    select (p_Testcase) {

      case ("TC_8_6_4_8") { return false; }

    }

    return true;

  }
  function f_GetTestcaseAttrib_Eutra_Release(charstring p_Testcase) return charstring
  {

<<SKIPPED CODE>>



1.3 f_GetTestcaseAttrib_DRX_Configured
	Function name
	f_GetTestcaseAttrib_DRX_Configured

	Reason for change
	Please see change 1.1 above

	Summary of change
	Added a new function f_GetTestcaseAttrib_DRX_Configured to TestcaseProperties.ttcn present in ATS_LTE

	TTCN module
	ATS_LTE /common/TestcaseProperties.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>   
function f_GetTestcaseAttrib_DC_Configured(charstring p_Testcase) return boolean
  {

    return false;

  }

  function f_GetTestcaseAttrib_ECallOverIMS(charstring p_Testcase) return boolean
  {

    return false;

  }
<<SKIPPED CODE>>




After Change:

	<<SKIPPED CODE>>

function f_GetTestcaseAttrib_DC_Configured(charstring p_Testcase) return boolean
  {

    return false;

  }

  function f_GetTestcaseAttrib_DRX_Configured(charstring p_Testcase) return boolean
  {

    select (p_Testcase) {

      case ("TC_7_1_3_2") { return false; }

      case ("TC_7_1_4_2") { return false; }

      case ("TC_8_1_1_6") { return false; }

      case ("TC_8_2_1_5") { return false; }

      case ("TC_8_2_1_6") { return false; }

      case ("TC_8_5_1_3") { return false; }

      case ("TC_10_8_7") { return false; }

    }

    return true;

  }
  function f_GetTestcaseAttrib_ECallOverIMS(charstring p_Testcase) return boolean
  {

    return false;

  }
<<SKIPPED CODE>>




