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Change 1
	Function name
	f_NR5GC_PDUSessionEstablishment ()

	Reason for change
	According to 38.508-1 table 4.7.2-1, the default value of some IEs should be not checked.

	Summary of change
	Change ‘?’ to ‘*’

	TTCN module
	\Common\NR5GC\NR5GC_NASSteps.ttcn

	MCC160 Comment
	


Before Change:

	 function f_NR5GC_PDUSessionEstablishment(NR_CellId_Type p_CellId,

                                           integer p_ExpectedNumberOfNewPDUSessions := pc_noOf_PDUs,

                                           NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2,

                                           template (value) SDAP_Config p_SDAP_Config := cs_SDAP_Config,

                                           template S_NSSAI_Type p_ExpectedS_NSSAI := *,

                                           template DNN p_ExpectedDNN := *,

                                           template (omit) SSC_Mode p_SSC_Mode := omit,

                                           template (omit) DNN p_DNN := omit,

                                           template (omit) QoS_Rules p_QoS_Rules := omit,

                                           template (omit) Session_AMBR p_Session_AMBR := omit,

                                           template (omit) S_NSSAI_Type p_S_NSSAI := omit,

                                           template (omit) QoSFlowDescr p_QoSFlowDescr := omit,

                                           template (present) NG_PDU_SessionId p_PDU_SessionId := ?,

                                           template ProcedureTransactionIdentifier p_PTI := omit,

                                           template (omit) PDU_SessionType p_PDU_SessionType := omit,

                                           template SSC_Mode p_ExpectedSSC_Mode := ?,
                                           template NG_UE_SM_Cap p_UECap := ?,
                                           template MaxNumPacketFilters p_MaxNumPacketFilters := ?,
                                           template IntegrityProtMaxDataRate p_IntegrityProtMaxDataRate := ?,

                                           template AlwaysOnPDUSessionReq p_AlwaysOnPDUSessionReq := ?,
                                           template SM_PDU_DN_RequestContainer p_PDUReq := ?,
                                           template ExtdProtocolConfigOptions p_ExtdPCO := ?,
                                           template NG_PDU_SessionId p_OldPDU_SessionId := ?,
                                           template NG_Request_Type p_RequestType := ?,

                                           template AdditionalInformation p_AdditionalInfo := *,

                                           template (omit) GMM_GSM_Cause p_Cause := omit,

                                           template (omit) GPRS_Timer p_RQTimer := omit,

                                           template (omit) MappedEPSBearerContexts p_MappedEPSBearerContexts := omit,

                                           template (omit) EAP_Message p_EAP := omit,

                                           template (omit) GPRS_Timer3 p_BackOff := omit) runs on NR5GC_PTC

  {

    var NR_RadioBearerId_Type v_SRB := p_SRB;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var integer v_K_NumOfReqsProcessed := 0;

    var integer v_L_NumOfReqsReceivedInParallel := 0;

    var default v_MyDefaultVar := null;
……
}

	


After Change:

	  function f_NR5GC_PDUSessionEstablishment(NR_CellId_Type p_CellId,

                                           integer p_ExpectedNumberOfNewPDUSessions := pc_noOf_PDUs,

                                           NR_RadioBearerId_Type p_SRB := tsc_NR_RbId_SRB2,

                                           template (value) SDAP_Config p_SDAP_Config := cs_SDAP_Config,

                                           template S_NSSAI_Type p_ExpectedS_NSSAI := *,

                                           template DNN p_ExpectedDNN := *,

                                           template (omit) SSC_Mode p_SSC_Mode := omit,

                                           template (omit) DNN p_DNN := omit,

                                           template (omit) QoS_Rules p_QoS_Rules := omit,

                                           template (omit) Session_AMBR p_Session_AMBR := omit,

                                           template (omit) S_NSSAI_Type p_S_NSSAI := omit,

                                           template (omit) QoSFlowDescr p_QoSFlowDescr := omit,

                                           template (present) NG_PDU_SessionId p_PDU_SessionId := ?,

                                           template ProcedureTransactionIdentifier p_PTI := omit,

                                           template (omit) PDU_SessionType p_PDU_SessionType := omit,

                                           template SSC_Mode p_ExpectedSSC_Mode := *,//?,
                                           template NG_UE_SM_Cap p_UECap := *,//?,
                                           template MaxNumPacketFilters p_MaxNumPacketFilters := *,//?,
                                           template IntegrityProtMaxDataRate p_IntegrityProtMaxDataRate := ?,

                                           template AlwaysOnPDUSessionReq p_AlwaysOnPDUSessionReq := *,//?,
                                           template SM_PDU_DN_RequestContainer p_PDUReq := *,//?,
                                           template ExtdProtocolConfigOptions p_ExtdPCO := *,//?,
                                           template NG_PDU_SessionId p_OldPDU_SessionId := *,//?,
                                           template NG_Request_Type p_RequestType := ?,

                                           template AdditionalInformation p_AdditionalInfo := *,

                                           template (omit) GMM_GSM_Cause p_Cause := omit,

                                           template (omit) GPRS_Timer p_RQTimer := omit,

                                           template (omit) MappedEPSBearerContexts p_MappedEPSBearerContexts := omit,

                                           template (omit) EAP_Message p_EAP := omit,

                                           template (omit) GPRS_Timer3 p_BackOff := omit) runs on NR5GC_PTC

  {

    var NR_RadioBearerId_Type v_SRB := p_SRB;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    var integer v_K_NumOfReqsProcessed := 0;

    var integer v_L_NumOfReqsReceivedInParallel := 0;

    var default v_MyDefaultVar := null;
……
}

	


