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Change 1
	Function name
	f_Get_NG_PDUSessionEstablishmentAccept()

	Reason for change
	The GMM capabilities are optional in the GMMMobilityInfo, and if these are omitted the current implementation of f_Get_NG_PDUSessionEstablishmentAccept() can give a run-time error when trying toc heck the S1 capability field.

	Summary of change
	Check for the presence of GMM Capabilities before tryting to access the S1 capability.

	TTCN module
	NG_NAS_TemplateFunctions

	MCC160 Comment
	


Before 
function f_Get_NG_PDUSessionEstablishmentAccept(GSM_MobilityInfo_Type p_GSM_MobilityInfo,

                                                  GMM_MobilityInfo_Type p_GMM_MobilityInfo,

                                                  NAS_PlmnId p_PLMN,

                                                  template (value) SSC_Mode p_SSC_Mode := cs_SSC_Mode(-, '001'B),

                                                  template (value) Session_AMBR p_Session_AMBR := cs_Session_AMBR ('06'O, '05'O, '0004'O, '05'O, '0004'O),

                                                  template (omit) PDU_SessionType p_PDU_SessionType := omit,

                                                  template (omit) GMM_GSM_Cause p_Cause := omit,

                                                  template (omit) GPRS_Timer p_RQTimer := omit,

                                                  template (omit) S_NSSAI_Type p_S_NSSAI := cs_S_NSSAI_SST1eMBB,

                                                  template (omit) AlwaysOnPDUSessionInd p_AlwaysOnPDUSessionInd := omit,

                                                  template (omit) EAP_Message p_EAP := omit,

                                                  template (omit) QoS_Rules p_QoS_Rules := omit,

                                                  template (omit) QoSFlowDescr p_QoSFlowDescr := omit,

                                                  template (omit) ExtdProtocolConfigOptions p_ExtdPCO := omit,

                                                  template (omit) DNN p_DNN := omit,

                                                  template (omit) GPRS_Timer3 p_BackOff := omit) return template (value) NG_NAS_DL_Pdu_Type

  {

   …………………………
    if (p_GMM_MobilityInfo.GMMCap.s1Cap == '1'B) { // @sic R5-195328 sic@

      v_InterworkWithEPS := true;

      if (p_GSM_MobilityInfo.IMS) {

          v_EPSParam := encvalue(f_Get_508_EPSQoS(DEF_2));

          v_EPSBearerId := '05'O;

          v_MappedEPSContext := cs_OneMappedEPSContext(v_EPSBearerId, cs_EPSParameter(bit2oct(v_EPSParam)));

        } else {

          v_EPSParam := encvalue(f_Get_508_EPSQoS(DEF_1));

          v_EPSBearerId := '0C'O;

          v_MappedEPSContext := cs_OneMappedEPSContext(v_EPSBearerId, cs_EPSParameter(bit2oct(v_EPSParam)));

        }

        v_MappedEPSBearerContexts := cs_OneMappedEPSBearerContextList (v_MappedEPSContext);

    }

    ……………………………
  }
After change

function f_Get_NG_PDUSessionEstablishmentAccept(GSM_MobilityInfo_Type p_GSM_MobilityInfo,

                                                  GMM_MobilityInfo_Type p_GMM_MobilityInfo,

                                                  NAS_PlmnId p_PLMN,

                                                  template (value) SSC_Mode p_SSC_Mode := cs_SSC_Mode(-, '001'B),

                                                  template (value) Session_AMBR p_Session_AMBR := cs_Session_AMBR ('06'O, '05'O, '0004'O, '05'O, '0004'O),

                                                  template (omit) PDU_SessionType p_PDU_SessionType := omit,

                                                  template (omit) GMM_GSM_Cause p_Cause := omit,

                                                  template (omit) GPRS_Timer p_RQTimer := omit,

                                                  template (omit) S_NSSAI_Type p_S_NSSAI := cs_S_NSSAI_SST1eMBB,

                                                  template (omit) AlwaysOnPDUSessionInd p_AlwaysOnPDUSessionInd := omit,

                                                  template (omit) EAP_Message p_EAP := omit,

                                                  template (omit) QoS_Rules p_QoS_Rules := omit,

                                                  template (omit) QoSFlowDescr p_QoSFlowDescr := omit,

                                                  template (omit) ExtdProtocolConfigOptions p_ExtdPCO := omit,

                                                  template (omit) DNN p_DNN := omit,

                                                  template (omit) GPRS_Timer3 p_BackOff := omit) return template (value) NG_NAS_DL_Pdu_Type

  {

   …………………………
If(ispresent(p_GMM_MobilityInfo.GMMCap)

{
   if (p_GMM_MobilityInfo.GMMCap.s1Cap == '1'B) { // @sic R5-195328 sic@

      v_InterworkWithEPS := true;

      if (p_GSM_MobilityInfo.IMS) {

          v_EPSParam := encvalue(f_Get_508_EPSQoS(DEF_2));

          v_EPSBearerId := '05'O;

          v_MappedEPSContext := cs_OneMappedEPSContext(v_EPSBearerId, cs_EPSParameter(bit2oct(v_EPSParam)));

        } else {

          v_EPSParam := encvalue(f_Get_508_EPSQoS(DEF_1));

          v_EPSBearerId := '0C'O;

          v_MappedEPSContext := cs_OneMappedEPSContext(v_EPSBearerId, cs_EPSParameter(bit2oct(v_EPSParam)));

        }

        v_MappedEPSBearerContexts := cs_OneMappedEPSBearerContextList (v_MappedEPSContext);

    }

  }  

    ……………………………
  }

