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	Reason for change:
	According to TS 34.229-1 19.3.2.4, after step 5a1  :
EXCEPTION: Depending on the UE implementation, the generic test procedure for mobile initiated IMS SIP re-registration defined in Annex C.46 of TS 34.229-1 can take place.

As per the current TTCN implementation, Cseq number is not incremented at optional IMS re-registration.
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Change 1
	Function name
	f_IMS_OptionalReregistrationAnnexC46

	Reason for change
	According to spec TS 34.229-1 Section 19.3.2.4 After step 5a1 :
EXCEPTION: Depending on the UE implementation, the generic test procedure for mobile initiated IMS SIP re-registration defined in Annex C.46 of TS 34.229-1 can take place.

as per current TTCN implementation Cseq number is not increamented at optional IMS re-registration.

	Summary of change
	Increamented Cseq number to at the time of optional IMS re-registration handling.

	TTCN module
	IMS_Procedures_Registration.ttcn

	MCC160 Comment
	


Before change

   function f_IMS_OptionalReregistrationAnnexC46(IMS_IPCAN_CO_ORD_PORT p_Port) runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_REGISTER_REQ_ByRef;

    var template (present) SipUrl v_SipUrl := cr_SipUri_HostPort(f_IMS_PTC_ImsInfo_GetHomeDomainName());

    alt {

      [] a_IMS_ReceiveRequest(car_IMS_Register_Request(cr_REGISTER_Request(v_SipUrl)), v_IMS_REGISTER_REQ_ByRef) {

         IMS_Server.send(cas_IMS_DATA_RSP(f_IMS_RoutingInfo_ULtoDL(v_IMS_REGISTER_REQ_ByRef.RoutingInfo),

                                     cs_Response(c_statusLine200, f_IMS_RegisterResponse_200_MessageHeaderTX(v_IMS_REGISTER_REQ_ByRef.Request.Register))));                                           

}

      [] p_Port.receive(cmr_IMS_IPCAN_Trigger) {

          // Re-registration timer (in IPCAN) expired, just quit the procedure.

      }

    }

  }
After change
function f_IMS_OptionalReregistrationAnnexC46(IMS_IPCAN_CO_ORD_PORT p_Port) runs on IMS_PTC

  {

    var IMS_DATA_REQ v_IMS_REGISTER_REQ_ByRef;

    var template (present) SipUrl v_SipUrl := cr_SipUri_HostPort(f_IMS_PTC_ImsInfo_GetHomeDomainName());

    alt {

      [] a_IMS_ReceiveRequest(car_IMS_Register_Request(cr_REGISTER_Request(v_SipUrl)), v_IMS_REGISTER_REQ_ByRef) {

      IMS_Server.send(cas_IMS_DATA_RSP(f_IMS_RoutingInfo_ULtoDL(v_IMS_REGISTER_REQ_ByRef.RoutingInfo),

                                     cs_Response(c_statusLine200, f_IMS_RegisterResponse_200_MessageHeaderTX(v_IMS_REGISTER_REQ_ByRef.Request.Register))));

        f_IMS_PTC_ImsInfo_CseqIncr (register); 

      }

      [] p_Port.receive(cmr_IMS_IPCAN_Trigger) {

          // Re-registration timer (in IPCAN) expired, just quit the procedure.

      }

    }

  }
