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	Reason for change:
	In test case 7.1.2.3.11, handover is performed at step 5-6 using  the default RAR grant of size 256, as specified in 38.523-3 Table 7.1.2.3.3-1, is too big, so UE will have place to loopback UL data during the handover procedure
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	Other comments:
	


Change 1
	Function name
	f_TC_7_1_2_3_11_NR_TestBody

	Reason for change
	In test case 7.1.2.3.11, handover is performed at step 5-6 using  the default RAR grant of size 256, as specified in 38.523-3 Table 7.1.2.3.3-1, is too big, so UE will have place to loopback UL data during the handover procedure

	Summary of change
	Added RAR uplink reconfiguration with TBS 48.

	TTCN module
	ENDC\7_1_2\RLC_ENDC_NR.ttcn

	MCC160 Comment
	


Before Change
    function f_TC_7_1_2_3_11_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                           DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  { // AM RLC / RLC re-establishment procedure

  //@sic R5-194296 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    v_NR_RLC_DataList := f_TC_7_1_2_3_11_NR_Steps1To4(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 5-6" siclog

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

     v_RLC_BearerConfigList := f_NR_ReconfigureRLC_AM(p_NR_DRB_Id, -, ms150, -, -, -, -, ms150, -, true_);

    // Reconfiguration Msg to be transmitted on E-UTRA side for ENDC tc or NR side for NR5GC tc

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1, v_RLC_BearerConfigList, cs_38508_PDCP_Config(-, -, -, ms160, omit));

    f_TC_7_1_2_3_11_NR_Steps7To15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList);

  }    

After Change
     import from NR_CellInfo all;

  import from NR_CellCfg_Templates all;
…

  function f_TC_7_1_2_3_11_NR_TestBody(NR_RLC_SS_State_Type p_RLC_Rec,

                                           DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  { // AM RLC / RLC re-establishment procedure

  //@sic R5-194296 sic@

    var template (value) NR_RLC_BearerToAddModList_Type v_RLC_BearerConfigList;

    var NR_RLC_DataFieldList_Type v_NR_RLC_DataList;

    var NR_PhysicalParameters_Type v_NR_PhysicalParameters := f_NR_CellInfo_GetPhysicalParameters(nr_Cell1);

    var template(value) NR_RachProcedureConfig_Type v_NR_RachProcedure := cs_NR_RachProcedureConfig_CBRA_CrntiBased_MSG3grant(v_NR_PhysicalParameters,-,-,48);  

    f_NR_SS_RachProcedureConfig(nr_Cell1, v_NR_RachProcedure);
    v_NR_RLC_DataList := f_TC_7_1_2_3_11_NR_Steps1To4(p_RLC_Rec, p_NR_DRB_Id);

    // @siclog "Steps 5-6" siclog

    //The SS transmits NR RRCReconfiguration message to trigger RLC re-establishment on DRB using Reconfig with sync procedure

    //The UE transmits a NR RRCReconfigurationcomplete message.

     v_RLC_BearerConfigList := f_NR_ReconfigureRLC_AM(p_NR_DRB_Id, -, ms150, -, -, -, -, ms150, -, true_);

    // Reconfiguration Msg to be transmitted on E-UTRA side for ENDC tc or NR side for NR5GC tc

    f_NR_RLC_ReconfigurationHO_ENDC (nr_Cell1, v_RLC_BearerConfigList, cs_38508_PDCP_Config(-, -, -, ms160, omit));

    f_TC_7_1_2_3_11_NR_Steps7To15(p_RLC_Rec, p_NR_DRB_Id, v_NR_RLC_DataList);

  }    

Change 2
	Template name
	cs_NR_RachProcedure_MSG3grant
cs_NR_RachProcedureConfig_CBRA_CrntiBased_MSG3grant

	Reason for change
	Two new templates created in order to implement Change 1


	Summary of change
	Templates allowing to flexibly change the grant assigned for MSG3

	TTCN module
	NR\NR_CellCfg_Templates.ttcn

	MCC160 Comment
	


After Change
         template (value) NR_RachProcedure_Type cs_NR_RachProcedure_MSG3grant(NR_PhysicalParameters_Type p_PhysicalParameters,

                                                             template (value) NR_ContentionResolutionCtrl_Type p_ContentionResolutionCtrl,

                                                             template (value) NR_TempC_RNTI_Type p_TempC_RNTI := tsc_NR_TempC_RNTI_SameAsC_RNTI,

                                                             integer p_TBS) :=

  { 

    RandomAccessResponse := cs_NR_RandomAccessResponseConfig(p_PhysicalParameters, cs_NR_RAR_SubPdu_RapIdAndPayload(-,

                                                                                                                    tsc_NR_RACH_TA_Def,    /* !!!! NR: to be retrieved from the cell's PhysicalParameters

                                                                                                                                              !!!! (i.e. NR_RACH_TimingAdvance_Type to be added to NR_PhysicalParameters_Type and

                                                                                                                                              !!!! initialised during cell initialisation) !!!! */

                                                                                                                    f_NR_RAR_UplinkGrant(p_PhysicalParameters.UL_BWPs[0], p_TBS),

                                                                                                                    p_TempC_RNTI)),

    ContentionResolution := p_ContentionResolutionCtrl

  };

  template (value) NR_RachProcedureConfig_Type cs_NR_RachProcedureConfig_CBRA_CrntiBased_MSG3grant(NR_PhysicalParameters_Type p_PhysicalParameters,

                                                                                         template (value) NR_ResourceAllocation_Type p_NR_ResourceAllocation := cs_NR_ResourceAllocationMin,

                                                                                         RNTI_Value_Type p_TempC_RNTI_Value := tsc_C_RNTI_Value2,

                                                                                         integer p_TBS := 256) :=

  { 

    RachProcedureList := {

      cs_NR_RachProcedure_MSG3grant(p_PhysicalParameters,

                                    cs_NR_ContentionResolutionCtrl_CrntiBased(p_PhysicalParameters, p_NR_ResourceAllocation),

                                    cs_NR_TempC_RNTI_Explicit(p_TempC_RNTI_Value),

                                    p_TBS)

    }

  };
