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Changes 1

	Function name
	f_EUTRA_7_1_7_1_x_256QAM

	Reason for change
	In the current  implementation the  bandwidth of cell 1 is set to the maximum value after setting the transmission mode. This can cause incorrect transmission mode to be set for certain bands. 



	Summary of change
	Moved cell bandwidth set to before the TM setting


	TTCN module
	MAC_Rel12.ttcn

	MCC160 Comment
	Accepted


Before Change:
	function f_EUTRA_7_1_7_1_x_256QAM(PdcchDciFormat_Type p_Format,

                                    PdcchResourceAllocation_Type p_ResourceAllocType) runs on EUTRA_PTC

  {
...............

 f_EUTRA_Init(c1);

    //v_CellInfo:= f_EUTRA_CellInfo_Get(eutra_Cell1);

    if (p_Format == dci_1B)

    {

      f_EUTRA_CellInfo_SetMIMO_2TX(eutra_Cell1, cs_AntennaInfoDedicated_2TX_TM2, cs_PhysicalConfigDedicated_AntennaInfo_2TX_TM2);

    }
    f_EUTRA_CellInfo_SetHighestBandwidth(eutra_Cell1);
    f_EUTRA_CellConfig_Def(eutra_Cell1);

   ..........

};


After Change:
	function f_EUTRA_7_1_7_1_x_256QAM(PdcchDciFormat_Type p_Format,

                                    PdcchResourceAllocation_Type p_ResourceAllocType) runs on EUTRA_PTC

  {
...............

 f_EUTRA_Init(c1);

    //v_CellInfo:= f_EUTRA_CellInfo_Get(eutra_Cell1);
    f_EUTRA_CellInfo_SetHighestBandwidth(eutra_Cell1);
    if (p_Format == dci_1B)

    {

      f_EUTRA_CellInfo_SetMIMO_2TX(eutra_Cell1, cs_AntennaInfoDedicated_2TX_TM2, cs_PhysicalConfigDedicated_AntennaInfo_2TX_TM2);

    }
    //MOVED f_EUTRA_CellInfo_SetHighestBandwidth(eutra_Cell1);
    f_EUTRA_CellConfig_Def(eutra_Cell1);

   ..........

};


