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1 Overview

This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D18wk49 related to the title of this CR.

Contact:
Hans Rohnert

hans.rohnert@rohde-schwarz.com
2 Corrections required

2.1 f_TC_13_1_19_20_UTRAN_Common
	Function name
	f_TC_13_1_19_20_UTRAN_Common

	Reason for change
	Conformant UEs not sending an optional deregistration will fail.

	Summary of change
	Shorter time waiting for an optional deregistration.

	TTCN module
	MultiLayer_Procedures_UG_UTRAN.ttcn

	MCC160 Comment
	Accepted as an improvement


Before Change:

	 function f_TC_13_1_19_20_UTRAN_Common(boolean p_IMSReg) runs on UTRAN_IRAT_PTC

  {

    var U_RLC_TM_IND v_RLC_TR_DATA_IND;

    var octetstring v_PLMN;

    var octetstring v_LAC;

    var octetstring v_RAC;

    var UTRAN_SecurityInfo_Type v_SecurityInfo;

    var TI v_TI_R;

    var RRC_DATA_IND v_RRC_DataInd;

    var template (value) RRCDataReqType v_RAU_Accept;

    var default v_MyDefaultVar := null;

    timer t_WaitForOptional_IMS_Dereg := 10.0;  

    //Initialise all cells

    f_UTRAN_Init (EUTRA_UTRAN);
<<SKIPPED CODE>>
    //@siclog "Step 5a19" siclog@

    U_Dc.receive(car_PS_UplinkDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_RAUpdComplete));

    if (p_IMSReg and pc_IMS) { // @sic R5-184918 sic@

      t_WaitForOptional_IMS_Dereg.start; // @sic R5-184918 sic@

      alt { // @sic R5-184918 sic@

        [] a_UTRAN_Optional_IMS_Reg (utran_Cell5, t_WaitForOptional_IMS_Dereg, false)

          {

            f_UTRAN_RRC_ConnRel (utran_Cell5, cell_Dch);

          }

        [] t_WaitForOptional_IMS_Dereg.timeout {}

      }

    }


After Change:

	function f_TC_13_1_19_20_UTRAN_Common(boolean p_IMSReg) runs on UTRAN_IRAT_PTC

  {

    var U_RLC_TM_IND v_RLC_TR_DATA_IND;

    var octetstring v_PLMN;

    var octetstring v_LAC;

    var octetstring v_RAC;

    var UTRAN_SecurityInfo_Type v_SecurityInfo;

    var TI v_TI_R;

    var RRC_DATA_IND v_RRC_DataInd;

    var template (value) RRCDataReqType v_RAU_Accept;

    var default v_MyDefaultVar := null;

    timer t_WaitForOptional_IMS_Dereg := 8.0;  

    //Initialise all cells

    f_UTRAN_Init (EUTRA_UTRAN);
<<SKIPPED CODE>>
    //@siclog "Step 5a19" siclog@

    U_Dc.receive(car_PS_UplinkDirectTransfer(utran_CellDedicated, tsc_RB3, cr_U_RAUpdComplete));

    if (p_IMSReg and pc_IMS) { // @sic R5-184918 sic@

      t_WaitForOptional_IMS_Dereg.start; // @sic R5-184918 sic@

      alt { // @sic R5-184918 sic@

        [] a_UTRAN_Optional_IMS_Reg (utran_Cell5, t_WaitForOptional_IMS_Dereg, false)

          {

            f_UTRAN_RRC_ConnRel (utran_Cell5, cell_Dch);

          }

        [] t_WaitForOptional_IMS_Dereg.timeout {}

      }

    } 


