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	Reason for change:
	During preamble with current implementation of the test case, System Information Block Type2 ( SIB Type2 ) is configured to include ac-BarringForMO-data where according to “Table 13.5.3a.3.2-1” in 36.523-1 it should be ssac-BarringForMMTEL-Voice-r9.
This is causing Multiple PDN test cases to fail, as including ac-BarringForMO-data in SIB Type2 does not allow later an internet PDN release.dd

	
	

	Summary of change:
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1 Overview

This document lists all the changes needed to correct issues in the ATS iWD-TTCN3-B2017-06_D18wk49 related to the title of this CR.

Contact:
Hans Rohnert

hans.rohnert@rohde-schwarz.com
2 Corrections required

2.1 f_TC_13_5_3a_EUTRA
	Function name
	f_TC_13_5_3a_EUTRA

	Reason for change
	Test case specifies that SIB type2 should include “ssac-BarringForMMTEL-Voice-r9”.

	Summary of change
	Removed call to f_EUTRA_CellInfo_SetSysInfo_AccessBarring

	TTCN module
	AccessControl_R12.ttcn

	MCC160 Comment
	Accepted


Before Change:

	  function f_TC_13_5_3a_EUTRA() runs on EUTRA_PTC

  { // Emergency Call / Success / SSAC/ 0% access probability for MTSI MO video call

    var NAS_MSG_Indication_Type v_NasInd;

    var EPS_BearerIdentity v_EpsDefBearerId2 := '6'H;

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId(v_EpsDefBearerId2); // the bearer id following the EPS default bearer

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell1, cs_AccessBarringInformationMO_Data); // @sic R5s160935 sic@

    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Voice(eutra_Cell1, cs_AC_BarringConfig(p00, s4, '11111'B)); // @sic R5s160935 sic@

    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */




After Change:

	function f_TC_13_5_3a_EUTRA() runs on EUTRA_PTC

  { // Emergency Call / Success / SSAC/ 0% access probability for MTSI MO video call

    var NAS_MSG_Indication_Type v_NasInd;

    var EPS_BearerIdentity v_EpsDefBearerId2 := '6'H;

    var EPS_BearerIdentity v_EpsDedicatedBearerId := f_EUTRA_IncrementEpsBearerId(v_EpsDefBearerId2); // the bearer id following the EPS default bearer

    f_EUTRA_Init(c1, HANDLE_UM_DATA, USE_BIG_GRANTS);  /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS sic@ */

    //REMOVED f_EUTRA_CellInfo_SetSysInfo_AccessBarring(eutra_Cell1, cs_AccessBarringInformationMO_Data); // @sic R5s160935 sic@
    f_EUTRA_CellInfo_SetSIB2_SSAC_BarringForMMTEL_Voice(eutra_Cell1, cs_AC_BarringConfig(p00, s4, '11111'B)); // @sic R5s160935 sic@

    f_EUTRA_CellConfig_Def(eutra_Cell1);               /* @sic R5s170597 - Cleanup of UL grant Configuration: HANDLE_UM_DATA, USE_BIG_GRANTS moved to f_EUTRA_NAS_Init sic@ */




